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Abstract
Multistable Mechanisms are mechanical devices having more than one stable state. Since
these mechanisms can maintain different deformations with zero force, they are advantageous
for low power environments such as wristwatches and medical devices.
In this thesis, I introduce programmable multistable mechanisms (PMMs), a new family
of multistable mechanisms where the number, position, and stiffness of stable states can
be controlled by programming inputs modifying the boundary conditions. PMMs can be
synthesized by combining bistable mechanisms. This method was used to produce the T-
mechanism, a PMM consisting of two double parallelogram mechanisms (DPMs) connected
orthogonally where each DPM consists of two parallel beams connected centrally by a rigid
block and axially loaded by programming input.
An analytical model based on Euler-Bernoulli beam theory was derived to describe qualita-
tively the stability behavior of the T-mechanism. The model approximates the mechanism’s
stiffness by a sixth order polynomial from which the reaction force and strain energy expres-
sions can be estimated. These explicit formulas provide analytical expressions for the number,
position, and stiffness of stable and unstable states as functions of the programming inputs.
The qualitative stability behavior was represented by the programming diagram, bifurcation
diagrams and stiffness maps relating the number, position and stiffness of stable states with the
programming inputs. In addition, I showed that PMMs have zero stiffness regions functioning
as constant-force multistable mechanisms. Numerical simulations validated these results.
Experimental measurements were conducted on the T-mechanism prototype manufactured
using electro-discharge machining. An experimental setup was built to measure the reaction
force of the mechanism for different programming inputs. I verified the possible configurations
of the T-mechanism including monostability bistability, tristability, quadrastability, constant
force monostability, constant force bistability, zero force monostability, zero force bistability,
and zero force tristability, validating my analytical and numerical models.
Compared to classical multistable mechanisms which are displaced between their stable states
by imposing a direct displacement, PMMs can be displaced by modifying mechanism strain
energy. This property increases the repeatability of the mechanism as the released energy is
independent of the driving parameters, which can be advantageous for mechanical watches
and medical devices.
Accurate timekeepers require oscillators having repeatable period independent of their energy
source. However, the balance wheel spiral spring oscillator used in all mechanical watches,
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suffers from isochronism defect, i.e., its oscillation period depends on its amplitude. I addressed
this problem by introducing novel detached constant force escapements for mechanical
wristwatches based on PMMs.
In the medical domain, I applied PMMs to construct a retinal vein cannulation needle for
the treatment of retinal vein occlusion (RVO), an eye condition in which retinal veins are
blocked reducing the amount of oxygen delivered to the retina thereby causing vision loss.
One treatment for RVO is drug injection into the retinal vein. However, this is difficult as the
vein is fragile with a diameter below 100. Moreover, the puncturing force is not perceptible
by surgeons. I used PMMs to construct needles producing sufficient repeatable puncturing
energy with a predefined stroke independent of the operator input. Numerical simulations
were used to model and dimension our proposed tool and satisfy the strict requirements
of ophthalmologic operations. In a joint work, the tool was manufactured using 3D femto-
laser printing of glass. An experimental setup was built to characterize the tool’s mechanical
behavior and to verify my computations. The tool was successfully applied to cannulate retinal
veins of pig eyes.
Keywords: Multistable Mechanisms – Compliant Mechanisms – Stability programming –
Nonlinear Stiffness – Horological Escapements – Retinal Vein Cannulation – Surgical Devices.
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Résumé
Les mécanismes multistable sont des mécanismes ayant plus d’un état stable. Puisque ces
mécanismes peuvent maintenir plusieurs déformations avec force zéro, ils sont avantageux
pour des environements de basse puissance comme l’horlogerie et les outils médicaux.
Dans cette thèse, j’introduis des mécanismes multistables programmables (PMMs), une
nouvelle famille de mécanismes multistables où le nombre, la position et la rigidité des états
stables peuvent être contrôlés par des paramètres de programmations qui modifient les
conditions aux limites. Les PMMs peuvent être synthétisés en combinant des mécanismes
bistables. Cette méthode a été utilisée pour produire le mécanisme en T, un PMM consistant
de deux parallélogrammes doubles (DPM) liés de manière orthogonale, où chaque DPM est
composé de deux poutres parallèles connectées à leur centre par un bloc rigide et armées de
manière axiale par un paramètre de programmation.
Un modèle analytique basé sur la théorie des poutres d’Euler-Bernoulli a été développée pour
décrire le comportement qualitatif du mécanisme en T. Ce modèle donne une approximation
de la rigidité du mécanisme en terme d’un polynôme de degré six, dont la force de réaction et
l’énergie de déformation peuvent être estimées. Ces formules explicites donnent des formules
analytiques pour le nombre, la position et la rigidité des états stables et instables en terme des
paramètres de programmation. Le comportement qualitatif de la stabilité a été représenté
par le diagramme de programmation, les diagrammes de bifurcation et les cartes de rigidité
décrivant le nombre, la position et la rigidité des états stables en termes des paramètres de
programmation. Des simulations numériques ont validé ces résultats.
Des mesures expérimentales ont été faites sur un prototype du mécanisme en T construit en
utilisant l’électro-érosion. Un banc expérimental a été construit pour mesurer la force de réac-
tion pour différentes valeurs des paramètres de programmation. J’ai vérifié les configurations
possible du mécanisme en T, y compris la monostabilité, bistabilité, tristabilité et quadrasta-
bilité, la monostabilité à force constante, la bistabilité à force constante, la monostabilité à
force zéro, la bistabilité à force zéro et la tristabilité à force zéro, ce qui a validé les modèles
analytiques et numériques.
Comparé aux mécanismes multistables classiques qui se déplacent entre leur états stables
en imposant un déplacement direct, les PMMs sont déplacés en modifiant leur énergie de
déformation. Cette propriété augmente la répétabilité puisque l’énergie libérée est indépen-
dante des paramètres d’entrée, ce qui peut être avantageux pour les montres mécaniques et
les outils médicaux.
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Les gardes-temps précis nécessitent des oscillateurs ayant une période répétable indépen-
dante de leur source d’énergie. En revanche, le balancier-spiral, l’oscillateur utilisé dans toutes
les montres mécaniques, a un défaut d’isochronisme, c’est-à-dire, sa période varie en fonction
de son amplitude. J’ai confronté ce problème en inventant des nouveaux échappements
détachés à force constante pour montres-bracelet et basé sur des PMMs.
Dans le domaine médical, j’ai appliqué les PMMs pour construire une aiguille de canulation
pour veines rétiniennes, une technique pour traiter l’occlusion de veines rétiniennes (RVO),
une maladie où les veines rétiniennes sont bloquées causant une perte de vue. Le traitement
consiste d’une injection de médicament directement dans la veine. Ceci est très difficile
puisque la veine est fragile et sont diamètre est inférieur à 100. De plus, la force de ponction
n’est pas perceptible par les chirurgiens. J’ai utilisé des PMMs pour construire des aiguilles
capables de produire suffisamment d’énergie de ponction, répétable et avec une course
prédéfinie indépendante de la force appliquée par le chirurgien. Des simulations numériques
ont été utilisées pour modéliser et dimensionner notre outil et de satisfaire les conditions
très strictes de la chirurgie ophtalmologique. L’outil a été fabriqué par une équipe en utilisant
la technique d’impression 3D par femto-laser. Un banc expérimental a été construit pour
caractériser le comportement mécanique et pour valider mes calculs. L’outil a été appliqué
avec succès à la canulation de veines rétiniennes de cochons.
Mots-clés : Mécanismes multistables – guidages flexibles – programmation de stabilité –
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1 Goals and Plan of the Thesis
1.1 Introduction and thesis motivation
The subject of this thesis is the stability analysis of compliant mechanisms, i.e., mechanical
structures having at least one elastic element. Compliant elements are characterized by their
stiffness relating force and deformation.
In the theory of stability, the stiffness of a mechanism at its equilibrium positions determines
its stability behavior. Therefore, it is possible to control the stability response of a mechanism
by tuning its stiffness. This motivated us to ask the following questions.
• To what extent can we modify the stability behavior of a compliant mechanism? Is it
possible to precisely change the number, position, stiffness and stability of equilibrium
states of mechanical structures?
• Is it possible to find a generic model which approximates the stiffness of programmable
multi-stable structures? If yes, is this model sufficient to understand the qualitative
stability behavior of the mechanism?
• What are the miniaturization limits of programmable multistable structures?
• How can programmable multistable structures be applied advantageously to horological
devices and ophthalmology surgical tools?
1.2 Thesis objectives
The main objectives of this thesis are
1. Introduction of programmable multistable mechanisms whose stability behavior is
modified by tuning stiffness. We call this process stability programming.
1
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2. Applying programmable multistable mechanisms to mechanical watches and surgical
tools.
These objectives will be achieved with the following steps.
1. Present different design of programmable multistable mechanisms and establish a theo-
retical understanding of the concept of stability programing. Analytical and numerical
models will be used to model the stability behavior of these mechanisms for different
boundary conditions. As case study, the T-mechanism is selected for further investiga-
tion.
2. Verify experimentally the operation of the T-mechanism as a demonstrator of stability pro-
gramming and validate our analytical computations. A prototype of the T-mechanism
is manufactured using electro-discharge machining and experimental setup is built to
measure the reaction force of the mechanism for different programming inputs.
3. Demonstrate the usefulness of the programmable multistable mechanisms to real life
applications. We developed a new surgical tool based on stability programming to be
utilized for the treatment of retinal vein occlusion. Our medical device is manufactured
out of glass using 3D femtolaser printing. The mechanical stability behavior is charac-
terized using both numerical and experimental tools. The developed tool is used for the
cannulation of pig eyes.
4. Apply stability programming to mechanical watches. A novel escapement is described,
based on a programmable multistable mechanism is introduced where both the oscilla-
tor unlocking energy and oscillator energy impulse are repeatable. A demonstrator is
built to verify the escapement operation.
1.3 Thesis structure
The thesis starts with a brief discussion of the notation of stability and the stability criteria of
mechanical systems in Chapter 2. Then, a review of the current multistable mechanisms is
given and the different techniques to tune the stability behavior are discussed.
In Chapter 3, the concept of stability programming is introduced. Different synthesis tech-
niques are given. A case study of programmable multistable mechanisms (PMMs) is selected,
the T-mechanism. A complete analytical model of the T-mechanism is derived from which the
strain energy is represented as a polynomial whose coefficients are functions of the program-
ming inputs. The effect of the programming inputs on the mechanism behavior is studied.
Numerical simulations are provided to verify our concept.
In Chapter 4, the design of our experimental setup is given. A prototype of the T-mechanism
was manufactured and characterized. The experimental results are provided and compared
with the analytical and numerical calculations.
2
1.3. Thesis structure
In Chapter 5, I integrated PMMs within the lever escapement to enable both repeatable
unlocking energy and energy impulse of the oscillator. A complete descriptive analysis of the
operation of the escapement is given which was verified by building a physical demonstrator.
In Chapter 6, I introduce the application of PMMs as medical devices to the treatment of
the retinal vein occlusion. The advantages of PMMs compared to conventional multistable
mechanisms are given on which the needle is designed. The proposed device was manufac-
tured using 3D femto-laser printing out of glass. The stability behavior of the mechanism was
characterized using both numerical analysis and experimental measurements. Clinical tests
on pig eyes are described.




2 State of the Art
In this chapter, we present a brief introduction to the theory of stability and its application
to mechanical structures in Section 2.1. After that, we give a review over the recent work on
multistable mechanisms and their applications in Section 2.2.
2.1 Stability
2.1.1 The theory of stability
Historically, physicists would like to find exact analytic solutions to differential equations
arising from dynamical problems. By the end of the 19th century, it became clear that this was
not always possible and they turned to the investigation of qualitative behavior such as the
stability of dynamical systems [1].
Figure 2.1 – (a) Pendulum, (b) inverted pendulum.
A common example illustrating the stability behavior of mechanical systems is the pendulum,
shown in Figure 2.1(a) [2]. It consists of a mass connected to a frictionless pivot by a massless
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rigid rod such that the mass swings freely under constant gravity.
The pendulum has an equilibrium state at α = 0, meaning that the pendulum maintains
this state unless perturbations are introduced. This is a stable state in the sense that placing
the pendulum at small initial α, the pendulum oscillates around α= 0, and this qualitative
behavior persists when the pendulum is slightly perturbed. Moreover, when damping exists,
oscillations decreases with α approaching zero.
The inverted pendulum occurs at the equilibrium state α=pi, as illustrated in Figure 2.1(b).
This is an unstable state in the sense that for any initial value α close to pi, the pendulum will
diverge away from this state.
Figure 2.2 illustrates the qualitative behavior of the damped pendulum around its equilibrium
states, where the phase diagrams show the dynamics of α and α˙= dαd t , as time t increases.
Figure 2.2 – Time response of the pendulum and phase diagram when its initial position is at
(a,b) α= 0, (c,d) α=pi.
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2.1.2 Stability of compliant mechanisms
This thesis concerns stability of compliant mechanisms, i.e., mechanical devices consists of
elastic elements. Stiffness is the ratio between imposed force and its resulting displacement.
The stability behavior of compliant mechanisms can be characterized by their stiffness, from
which the reaction force and strain energy can be deduced.
The stability of a compliant mechanism at an equilibrium state depends on the sign of the
stiffness. If the stiffness is positive, the mechanism is stable. If the stiffness is negative, the
mechanism is unstable. This defines the main criteria used for the qualitative analysis of
the stability behavior of the mechanisms studied in this thesis. Since we mainly focus on
compliant mechanisms with highly nonlinear stiffness, we use the tangential stiffness, defined
as the first derivative of the mechanism reaction force with respect to its displacement to study
the mechanism stability behavior [3].
2.2 Multistable mechanisms
Mechanisms can be designed to have highly nonlinear stiffness such that multiple stable states
can exist. These mechanisms are called multistable mechanisms [4]. Common examples of
miultistable mechanisms are hair clips and bottle lids given in Figure 2.3. Figure 2.4 gives the
strain energy, reaction force and stiffness of a bistable mechanism, where s1, s2 correspond to
the stable positions occurring at energy minima positions and u corresponds to the position
of unstable state at the energy maximum.
Figure 2.3 – Hair clips and bottle lids as examples of bistable mechanisms
2.2.1 Examples of bistable mechanisms
Several multistable mechanisms were introduced in literature. Buckled beams are the most
common example of bistable mechanisms. Buckling is a mechanical phenomenon occurring
to slender beams when their axial load exceeds a critical value, known as buckling load [5].
Once this load is exceeded, the beam moves laterally and becomes bistable as illustrated in
Figure 2.5.
7
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Figure 2.4 – Strain energy, reaction force and tangential stiffness of a bistable mechanism
where s1, s2 are stable positions, u is unstable position and ζ1, ζ2 correspond to zero stiffness
positions.
Saif [6] studied the stability behavior of axially loaded beam bistable mechanisms, when the
axial load exceeds the critical load. Dehon [7] used a centrally pinned axially pre-stressed
beam as a rotary bistable mechanism for constant force escapements in mechanical watches.
Porter [8] studied the axial compressed S-shaped bistable beams for energy harvesting. One
limitation of the buckled bistable beams is the need for two actuation sources, one for axial
pre-stressing and the second one for lateral displacement.
Curved beams can function as bistable mechanisms requiring only one driving source. Qui
presented the cosine-shaped bistable beams in Refs. [9, 10], see Figure 2.6. Also, Park [11]
studied the behavior of cosine curved beams under electrostatic actuation. Wu [12] gave the
conditions of bistability for the V-shaped beams. Kyrlov [13, 14] proposed the arc-shaped
beams as bistable mechanisms under electrostatic actuation. Salinas [15] presented three
points Bezier shaped beam as a bistable mechanism based on FEM simulations. Zhao [16]
studied the effect of modifying the anchoring angle of curved beams on their stability behavior.
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Figure 2.5 – Axially loaded bistable beam, (a) no axial load, (b) stable state of the beam, (c)
unstable state of the beam, (d) second stable state of the beam.
Figure 2.6 – Curved bistable beam mechanisms (a) cosine-shaped beam, (b) V-shaped beam.
Buckled bistable beams are easy to fabricate. However, their kinematic behavior and energy
storage are strongly coupled. Moreover, they have small stroke. This motivated Sonmez [17]
to introduce a long stroke bistable mechanism combining both buckled pinned pinned beams
and cantilevers.
As well, Jensen [18, 19] introduced a new family of bistable mechanisms based on the slider
crank and four bar mechanisms where the kinematics and the energy can be independently
controlled. He gave the conditions for multistability of slider crank (Figure 2.7), double slider
and four bar mechanisms.
On the microscale, Jensen introduced the Young’s mechanism using pin joints for anchoring
the mechanism to the wafer [20]. Using these pin joints, a linear translational motion mecha-
nism was introduced by Gomm [21]. To avoid the high friction of these joints, Parkison [22]
proposed flexible beams for the mechanism anchoring, however, this method is based on
buckling which is not convenient for long stroke microscale devices.
Tension based joints were presented by Masters [23, 24] to construct long stroke bistable
mechanisms. Using these joints, Wilcox [25, 26] extended the library of tension based bistable
mechanisms and provided different techniques to micro-fabricate them. Luharuka [27, 28]
used the tension based joints for constructing rotational bistable mechanisms.
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Figure 2.7 – A slider crank bistable mechanisms, (a) first stable state, (b) unstable state, (c)
second stable state.
All the aforementioned mechanisms are planar mechanisms, where the actuation input and
the mechanism output displacement exist in the same plane. This is not convenient for
certain applications such as mirror controllers. Then, out of plane multistable mechanism
were presented. An example of out of plane bistable mechanisms was introduced by Matoba
[29] based on buckled cantilevers and tension bands. Lusk [30] introduced a spherical out of
plane bistable mechanism using a planar Young’s bistable mechanism and an out of plane joint.
Hanna [31] presented an out of plane bistable mechanism based on topology optimization of
origami structures. Foulds [32, 33, 34] presented a subfamily of bistable mechanisms based
on rugs and ladder mechanisms. However, these mechanisms imply shocks and have high
friction. Using the mismatch of thermal expansion coefficients of different materials, out of
plane buckled U-shaped bistable cantilevers were proposed by Goessling [35].
For higher degree of multistability, i.e., number of stable states exceeds two, different combina-
tions of bistable mechanisms were proposed. Oh [36, 37] introduced the theory and gave the




Depending on the low stiffness of tension based bistable mechanism, Chen [38] introduced a
tristable mechanism by combining two tension based bistable mechanisms in parallel. Simi-
larly, a tristable mechanism was constructed by parallel combination of two Young’s bistable
mechanisms as given in [39]. Han built a 2-degree of freedom (DOF) quadrastable mechanism
consisting of two frames of curved beams orthogonally connected allowing bistablilty in two
orthogonal directions [40]. Orthogonal combinations of bistable mechanisms can result in
multistability. Two initially curved beams orthogonally connected can demonstrate tristabil-
ity and quadrastability [41, 42]. Gerson [43] introduced a long stroke multistable actuator
through serial connection of arc shaped bistable beams.
Using symmetrical four bar mechanism, Pendleton [44] demonstrated tristability behavior.
Chen studied the quadrastability conditions of the five bar mechanism [45]. Using Sarrus
mechanism, a tristable mechanism was also introduced in [46]. Halverson developed long
stroke rotational multistable mechanisms through the optimization of rolling contacts joints
with non-uniform cams [47, 48]. Ohsaki gave the conditions for trusses multistability [49].
Hafez presented a 6-DOF multistable stage through combining three bistable beams in parallel
[50].
Oberhammer [51] introduced a tristable mechanism based on electrostatic actuation of
a three way switch. Through the interaction of inertial, elastic and magnetic forces, Zhao
introduced a multistable mechanism in [16].
2.3 Selected applications
Multistable mechanisms are applied to different fields. In this section, we selected few appli-
cations.
• Energy harvesting
Bistable mechanisms have a broad spectrum due to their high speed on switching
between their stable states. This allows their usage as broadband vibration energy
harvesters with higher efficiency compared to resonant structures which are efficient
only at a single frequency [52]. Four bar mechanisms [53] and pre-stressed S-shaped
beams [8] were studied for vibrational energy harvester. As well, the V-shaped beams
were optimized for energy harvesting as presented in [54].
• Radio frequency switches
Multistable mechanisms can maintain different deformations at zero force. This can
be advantageous to low power radio frequency (RF) devices. Therefore, Baker [55],
Nordquist [56], Michael [57] and Oberhammer [51] used multistable mechanisms as
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Statically balanced mechanisms have near to zero stiffness. They can be constructed
using bistable mechanisms [59]. Statically balanced mechanisms can be employed as
grippers as demonstrated by Hoetmer [60, 61] and Lassooij [62]. They can be utilized
as artificial limbs [63, 64] as proposed by Wisse [65] and Chen [66].
• Watchmaking
Bistable mechanisms are used as part of constant force escapements for mechanical
watches. Dehon used the double pinned bistable beam for Girard-Perregaux escape-
ment [7]. Also, another escapement based on bistable beams was presented by Nivarox
S.A. [67].
In chapter 5, a complete review of the application of bistable mechanisms to the watch-
making field is given.
• Miscellaneous
Bistable mechanisms can be used for the automotive industry as accelerometers and
trunk lids [68]. Also, they can be utilized as shock absorbers illustrated in [69].
In the dynamic mode, bistable mechanisms can be used as mass sensors through the
detection of their transition frequency given by the Duffing effect [70]. Compared to
the resonant sensors, mass sensing through resonant bistable mechanisms is easily
detected in viscous medium.
In all the aforementioned mechanisms, the stability behavior is fixed depending on the dimen-
sions and the material of the mechanisms. However, in certain applications such as energy
harvesting and smart metamaterials, it is needed to modify the stability behavior as a function
of the surrounding environment, e.g., driving signal amplitude or frequency. This in turns
motivated us to present programmable multistable mechanisms, a new family of multistable
mechanisms where the stability behavior can be modified. This is the main topic discussed in
Chapters 3 - 7.
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3 Stability Programming *
3.1 Introduction
Compliant mechanisms perform a function by their elastic deformation via actuation inputs.
Their qualitative behavior can be characterized by their stable states where strain energy
is minimal and multistable mechanisms are those having more than one stable state, the
number of the stable states is called degree of stability (DOS). Conventional multistable mech-
anisms have a fixed DOS. In this thesis, we examine a family of multistable mechanisms,
programmable multistable mechanisms (PMM), where programming inputs can modify their
DOS.
Section 3.2 gives an overview of PMMs. In Section 3.3, we introduce a method for synthesiz-
ing PMMs which we use to build the main mechanism of this thesis, the T-mechanism, as
described in Section 3.4. Section 3.5 gives an analytical derivation of the reaction force of this
mechanism as a polynomial of the actuation input. This expression allows us to characterize
the stability behavior of the T-mechanism based on the zeros of the reaction force polynomial
and its discriminant.
Section 3.6 provides a complete description of the stability behavior of the T-mechanism in
terms of its programming inputs. This consists of the programming diagram illustrating DOS
as function of programming inputs and equilibrium and zero stiffness diagrams, where one
programming input is varied and the other is fixed.
Finally, Section 3.7 gives numerical validation of our analytical results using the finite element
method.
*The content of this chapter has been published as Mohamed Zanaty, Ilan Vardi, and Simon Henein, "Pro-
grammable multistable mechanisms: Synthesis and modeling." Journal of Mechanical Design 140, no. 4 (2018):
042301.
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3.2 Programmable multistable mechanisms (PMMs)
3.2.1 Conventional multistable mechanisms
Conventional multistable mechanisms are those having fixed stability behavior. They have
application to energy harvesting [71, 72], radio frequency switches [51] and medical instru-
mentation [73].
Examples are orthogonal beam mechanisms [42, 41], serial multistable mechanisms [37],
tristable four bar mechanisms [37, 74], five bar tristable mechanisms [45], Sarrus multistable
mechanisms [46], double Young tristable mechanism [39] and rolling contact multistable
mechanisms based on non-uniform cams [48]. Multistable mechanisms ultilizing the nonlin-
ear interaction between electrostatic and electromagnetic forces were developed in [51, 16].
Synthesis of multistable mechanisms has been done by parallel and serial connection of
bistable mechanisms [37, 39]. A classification of multistable mechanisms based on their
kinematics and their strain energy was presented in [75].
3.2.2 Definitions
The stability behavior of multistable mechanisms can be characterized in terms of reaction
force which is related to the strain energy and stiffness. We give formal definitions to make
these concepts as precise as possible.
1. Our mechanisms have 1-DOF, an actuation input x, assumed to be a linear displacement.
2. E (x) is the strain energy, the energy stored in the mechanism due to its elastic deforma-
tion.
3. Reaction force is the component of mechanism restoring force along the direction of its




Note that according to our definition, reaction force is a scalar.





3.2. Programmable multistable mechanisms (PMMs)




Remark. Secant stiffness is used for the derivation of reaction force in Section 3.5 and
tangential stiffness is for the evaluation of zero stiffness positions in Section 3.6. The
difference between the two stiffness is explained in [76, p. 162].
6. Equilibrium positions are values of the actuation input at which the reaction force is
zero. In the generic case, an equilibrium position is stable when its tangential stiffness is
positive and unstable when it is negative. This thesis only deals with this generic case,
see [1] for details.
7. Degree of stability (DOS) is the number of distinct stable states of a multistable mecha-
nism (not considered with multiplicity).
8. We call a 1-DOS mechanism monostable, a 2-DOS mechanism bistable, a 3-DOS mecha-
nism tristable and a 4-DOS mechanism quadrastable.
3.2.3 Multistability programming
Programmable multistable mechanisms are (N +1)-DOF mechanisms with one actuation
input and N programming inputs, where N is the degree of programming (DOP).
The stability behavior of these mechanisms with respect to their actuation input can be
modified on varying the programming inputs.
Figure 3.1 gives a block diagram representation of a 3-DOP multistable mechanism and
illustrates the effect of the programming inputs on its strain energy. The mechanism can be
programmed to be monostable or bistable. Programming inputs can be directly imposed or
controlled via an electric current, magnetic field or pressure.
The best previously known programmable bistable mechanism is the axially loaded beam
in which axial load switches monostability to bistability [6, 77], this thesis generalizes this
concept. Previous work has also considered electrically modified axial load [78], so the results
of this thesis are not limited to mechanical programming.
A special PMM exhibiting monostability up to quadrastability was applied to ocean wave
energy harvesting [72] and bistable Miura origami mechanisms were connected serially to
produce PMM’s [79]. These papers do not provide an analysis of the effect of the programming
inputs on DOS, position of equilibrium states, zero stiffness states and the stiffness of stable
states as is done in our work.
The main results of this work are:
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Figure 3.1 – Block diagram representation of a 3-DOP PMM programmed to be (a) monostable,
(b) bistable.
1. Generic methods for synthezing PMM’s.
2. Definition of parameters characterizing PMM’s.
3. An explicit analytical modeling of 2-DOP T-connected PMM’s.
4. Analytical estimate of PMM constant force regimes.
3.3 Synthesis
3.3.1 General method
PMMs can be synthesized by combining programmable bistable mechanisms (PBM) to obtain
a DOS ≥ 2. This method consists of two steps as illustrated in Figure 3.2: the first step is
bistability programming where PBMs are constructed, the second step is combining these
PBMs. This method can be simply applied for any bistable mechanisms from literature.
Bistability programming refers to the process of introducing a programming input to a monos-
table mechanism to produce a PBM. We then combine these PBMs.
The 2-DOP T-combination is the connection where the base of one PBM is connected to the
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Figure 3.3 – Block diagram representation of (a) PBM, (b) 2-DOP T-combination.
3.3.2 Basic example
A simple example of PBM is the double parallelogram mechanism (DPM) shown in Figures
3.4 and 3.5(a). It consists of two horizontal beams centrally connected by the actuation block
where the actuation input x is imposed. The beams are fixed at one extremity and axially
guided at the other extremity where the programming input p is applied.
The T-combination of two DPMs is shown in Figure 3.5(b). This mechanism can be pro-
grammed to be monostable, bistable, tristable and quadrastable, as shown in Figure 3.6.
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Figure 3.4 – Double parallelogram mechanism and its strain energy when programmed to be

















Figure 3.5 – (a) DPM connection blocks, (b) 2-DOP T-combination of DPMs.
3.3.3 T-connection versus serial and parallel connections
Methods for connecting PBM are the T-connection and the well-known serial and parallel
connections, see Figure 3.7, the parallel connection is only applicable to tension based bistable
mechanisms [39, 38].
This thesis focuses on the T-connection since it has five distinct stability regions whereas the
serial and parallel connections only have four. The T-mechanism has drawbacks, the stiffness
of bistable module depends on its driving bistable module, see Sections 3.4 and 3.5, so the
size of the mechanism increases faster with increasing DOS as compared to serial and parallel
configurations.
3.4 T-mechanism
The main focus of this thesis is the T-mechanism shown in Figure 3.8 (see Figure 3.18 for a 3-D
FEM rendering). It is a refinement of the basic example of Section 3.3.2 where a spring is used















































Figure 3.6 – Stable states of the 2-DOP T-mechanism programmed to be (a) monostable, (b)
bistable, (c) tristable, (d) quadrastable.
We call the horizontal DPM module 1, with beams of length `1, width w , thickness t1 and
moment of inertia of the cross-section I1 and the vertical DPM by module 2, with beams of
length `2, width w , thickness t2 and moment of inertia of the cross-section I2. Module 1 is
axially loaded by a parallelogram spring with beams of length `r , width w , thickness tr and
moment of inertia of the cross-section Ir , as shown in Figure 3.8(c). We call this spring the
programming spring.
3.4.1 Operation of the mechanism
The T-mechanism of Figure 3.8 has one actuation input x and two programming inputs p1, p2.
The actuation block of module 2 is displaced transversely by x. In its axial direction, module 2
is displaced by λ2 at one extremity and has axial load N2. It is axially displaced by p2 at its
other extremity.
Since the two modules are T-combined, module 1 is displaced transversely by λ2. In its axial
direction, module 1 is displaced by λ1 under axial load N1. The programming spring is loaded
transversely by the displacement p1 which imposes an axial load N1 on module 1.
Multistability programming of the T-mechanism relies on DPMs buckling imposed by the
programming inputs p1, p2.
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Figure 3.7 – Block diagram representation, example mechanism and DOS diagram of (a)
T-connection, (b) serial connection, (c) parallel connection.
• If p1, p2 are both smaller than the critical buckling loads pcr1 and p
cr
2 of modules 1 and
2, respectively, the mechanism is monostable.
• If p1 < pcr1 and p2 > pcr2 , only module 2 buckles and the mechanism is bistable.
• If p1 > pcr1 , the mechanism can be monostable, bistable, tristable or quadrastable
depending on p2. There are values pa2 , p
b
2 , with p
a
2 < pb2 , such that:
• If p2 < pa2 , the mechanism is monostable, if pa2 < p2 < pb2 , the mechanism is bistable, if
pb2 < p2 < pcr2 , the mechanism is tristable and quadrastable when p2 > pcr2 .
The physical significance of pa2 and p
b
2 is that module 1 is known to buckle when p1 > pcr1 and
has three equilibrium states at λ2 =λa2 ,λb2 ,λc2, where λa2 <λb2 <λc2 with λa2 , λc2 stable and λb2
unstable, see [80]. Then pa2 =λa2 , pb2 =λb2 , as follows from equation (4.3) at x = 0.




3.4.2 Dimensions of the mechanism
The relative dimensions of module 1, module 2 and the programming spring determine the






2 and the possible DOS as it will be discussed in Section 3.6.
We use the following dimensionless parameters to represent the relative dimensions of the
T-mechanism
• Stiffness ratio of module 1: η1 = Ir`31/(I1`3r ).
• Stiffness ratio of module 2: η2 = I1`32/(I2`31).
• length ratio of module 2: α2 = `2/`1.
In order to fully illustrate multistability programming we choose η1,η2,α2 where the T-
mechanisms can exhibit monostable, bistable, tristable or quadrastable behavior. Figure 3.9
illustrates possible DOS for a range of η1, η2 and different values of α2. These values satisfy
the conditions Euler-Bernoulli theory and we believe that the computations of this thesis hold
for the values given in Figure 3.9(b), see [81], we refer to the range of values given in this figure
as admissible η1,η2.
In the main example of this thesis, we select the physical dimensions `1 = 12[mm], `2 =
12[mm], `r = 3[mm], t1 = 100[µm], t2 = 60[µm], tr = 140[µm], w = 3[mm] with Young’s mod-
ulus Y = 210[GPa]. This gives η1 = 176, η2 = 4.6, α2 = 1, the point highlighted in Figure 3.9(b).
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Figure 3.8 – (a) Constructed T-mechanism, (b) top view, (c) main components.
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3.4. T-mechanism
Figure 3.9 – Range of DOS for admissible η1, η2 for (a) α2 = 0.5, (b) α2 = 1, (c) α2 = 1.5.
23
Chapter 3. Stability Programming
3.5 Analytical model
In this section, we derive the strain energy and the reaction force of the T-mechanism based
on Euler-Bernoulli theory [5]. The model is valid under the following assumptions, referring
to Figure 3.8,
1. A linear elastic material is used.
2. Beam length is greater than beam thickness so that shear strain can be neglected.
3. Actuation force F is applied to the center of the central block of module 2.
4. Module 2 is connected to the central block of module 1.
5. Axial shortening of module 1 is an order of magnitude less than the axial shortening of
module 2, i.e., λ1 ¿λ2.
6. The displacement range of mechanism is within its intermediate range [75].
7. Axial load of each beam is inferior to its buckling load with both ends fixed against
rotation.
Our analysis consists of the following steps:
1. Compute the zero load stiffness and zero stiffness load of DPMs of the T-mechanism in
terms of their dimensions and the material properties.
2. Express the relation between the axial shortening λ1,λ2 and the programming inputs
p1, p2 and the actuation input x.
3. Calculate the axial load N1 imposed on module 1 as function of p1, p2, x.
4. Calculate the secant stiffness kp1s of module 1 based on the axial load N1 in terms of its
zero load stiffness and zero stiffness load.
5. Calculate the axial load N2 applied on module 2 as function of p1, p2, x.




7. Calculate the reaction force of the T-mechanism using Hooke’s law, F = ks x.
8. Calculate the strain energy of the T-mechanism by integrating its reaction force with
respect to displacement.
9. Define dimensionless mechanism parameters.
24
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10. Calculate the zero load stiffness and zero stiffness load in terms of dimensionless pa-
rameters.
11. Derive dimensionless reaction force and tangential stiffness in terms of dimensionless
parameters.
12. Express dimensionless reaction force and tangential stiffness in terms of cubic polyno-
mials.
3.5.1 Zero load stiffness and zero stiffness load
Zero load stiffness is the secant stiffness of the mechanism at zero axial load. The zero load
stiffness kp10 of module 1 and k
p2








where Y is Young’s modulus of the beams, I1 = w t 31 /12 and I2 = w t 32 /12 are the second
moment of inertia of the beams of module 1 and module 2, respectively.
Zero stiffness load is the axial load at which the secant stiffness of the mechanism is zero. The
zero stiffness loads N p10 of module 1 and N
p2













where it is assumed that the axial load has a negligible effect on the stiffness of the program-
ming spring.
3.5.2 Axial shortening
The axial shortening of module 2 is[76, p. 61]




Since module 1 and module 2 are T-combined, the axial displacement of module 2 equals the
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of module 1. By direct substitution of equation (3.7) into equation (3.8), the axial shortening











Module 1 imposes an axial load N2 on module 2 as illustrated in Figure 3.8. From Hooke’s law,
N2 = kp1s λ2, (3.10)








The force N1 imposed by the programming spring on module 1 depends on p1 and is calculated
using Hooke’s law
N1 = krs (p1−λ1).






































































































The secant stiffness ks of the T-mechanism equals the secant stiffness of module 2
ks = kp2s . (3.15)
























































































The reaction force of the T-mechanism follows Hooke’s law
F = ks x.
27
Chapter 3. Stability Programming
















































































The strain energy E of the T-shaped mechanism is the integral of its reaction force F with



































































where the constant of integration is set to zero, since we are only interested in strain energy
difference.
3.5.7 Normalization
Normalization enables our analysis to be independent of physical dimensions. We introduce
the following dimensionless parameters:
1. actuation input xˆ = x/`2,
2. programming inputs pˆ1 = p1/`1, pˆ2 = p2/`2,
and dimensionless properties:
1. secant stiffness kˆs = ks`32/(Y I2),
2. reaction force Fˆ = F`22/(Y I2),
28
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3. strain energy Eˆ = E`2/(Y I ).
Equations (3.4), (3.5), (3.6), (3.17) give
kˆs =β0+β1xˆ2+β2xˆ4+β3xˆ6, (3.20)
where






























Equations (3.4), (3.5), (3.6), (3.18) give (normalized Hooke’s law)
Fˆ =β0xˆ+β1xˆ3+β2xˆ5+β3xˆ7, (3.22)










3.5.8 Reduction to cubic polynomial
Reaction force
The normalized reaction force can be written in terms of a cubic polynomial
Fˆ = xˆΦ(xˆ2), (3.24)
where
Φ(z)=β0+β1z+β2z2+β3z3, z = x2. (3.25)
The equilibrium points of Fˆ are
q0 = 0, q±i =±
p
zi , i = 1,2,3, (3.26)
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where z1, z2, z3 are the roots of the polynomial Φ(z). Note that q+i , q
−
i make physical sense
only if zi is real and non-negative.
Tangential stiffness




so it can be written
kˆt =Ξ(xˆ2), (3.27)
where
Ξ(z)=β0+3β1z+5β2z2+7β3z3, z = x2. (3.28)
The zero stiffness positions ζi
ζ±i =±
p
zi , i = 1,2,3, (3.29)
where z1, z2, z3 are the roots of the cubic polynomial Ξ(z). Note that ζ+i ,ζ
−
i make physical
sense only if zi is real and non-negative.
3.5.9 Roots of a cubic polynomial
The qualitative behavior of the roots ofΦ(z) can be described by its discriminant [82]
∆Φ = 18β3β2β1β0−4β32β0+β22β21−4β3β31−27β23β20. (3.30)
If∆Φ is negative, thenΦ has one real root, otherwise, it has three real roots. The sign of the real
roots can be determined by Descarte’s rule of signs which states that the number of positive
roots of a polynomial is either equal to the number of sign differences between consecutive
nonzero coefficients, or is less than it by an even number, and equality holds if all the roots are
real [82, 83].
3.5.10 Evaluation of DOS
We use the basic properties of the previous section to compute the DOS, the number of minima
of the strain energy E . Since E is an even degree polynomial with E →∞ as xˆ →±∞, it is easily
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where nq is the number of equilibrium points. Let n+ be number of the positive roots of Φ,
equation (3.26) shows that nq = 2n++1, so that
DOS= n++1. (3.32)
We can now use the discriminant and Descarte’s rules of signs to evaluate the DOS as shown
in Table 3.1, where σ(∆Φ) is the sign of discriminant and nσ is the number of sign changes of
the coefficients ofΦ.
3.6 Qualitative stability behavior
For fixed programming inputs pˆ1, pˆ2, the qualitative stability is given by the strain energy, as
shown in Figure 3.10 for different programmed DOS. Note that xˆ = 0 is always an equilibrium
state, stable for odd DOS and unstable for even DOS, and the other equilibrium states are
symmetric around xˆ = 0. The rest of this section characterizes qualitative behavior as the
programming inputs pˆ1, pˆ2 vary.
Our explicit analytical computations, including the evaluation of DOS, are summarized in
Figures 3.11-3.19 and pertain to the specific values η1 = 176, η2 = 4.6 and α2 = 1, see Sec-
tion 3.4.2. We believe that the same qualitative behavior holds for all admissible η1, η2 and
α2 = 1, see [81].
3.6.1 Computation of DOS of the T-mechanism
Our main result is the DOS as function of pˆ1, pˆ2 illustrated in Figure 3.11(c) for η1 = 176,
η2 = 4.6 and α2 = 1.
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Figure 3.10 – Strain energy of the T-mechanism programmed to be (a) monostable at pˆ1 =
0, pˆ2 = 0, (b) bistable at pˆ1 = 0, pˆ2 = 0.12, (c) tristable at pˆ1 = 0.0175, pˆ2 = 0, (d) quadrastable at
pˆ1 = 0.12, pˆ2 = 0.0175.
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In order to derive this, we begin by considering all admissible η1, η2 and α2 = 1. Although
the DOS depends on the polynomialΦ defined in equation (3.25), we will show that it can be
largely determined by β0, the constant term ofΦ. Indeed, β0 is the tangential stiffness at x = 0,
the equilibrium state q0, and as illustrated in Figure 3.10 going from odd DOS to even DOS or
vice-versa is equivalent to a change in the sign of β0, so roots of β0 = 0 determine a change of




2 and correspond to the buckling
described in Section 3.4.1. Figure 3.13 is an example of how these values delineate regions
with different DOS.









where floating point coefficients highlight approximate behavior.
Figure 3.11 – (a) Sign of the discriminant ∆Φ, (b) number of sign alternations nσ, (c) DOS.
Equation (3.33) shows that only the terms not involving pˆ2 are significant, as illustrated by
Figure 3.11(a), where the positive and negative values of ∆ are separated by a horizontal line at
pˆ1 = pˆcr1 .
To compute pˆcr1 , we let∆
∗









where pˆcr1 is a root of this polynomial. We now examine β0 and note that β0 =B(pˆ2), where
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Figure 3.12 – Sign of (a) β0, (b) β1, (c) β2, (d) β3.









A comparison of∆nΦ and∆
n




2 by one part per million,
so for admissible η1,η2 and the range of programming values pˆ1, pˆ2, the two polynomials can
be considered equal with ∆Φ = 2.98598∆B . It follows that the real root of ∆B can be identified
with pˆcr1 , the root of ∆Φ. On solving ∆
n










We conclude that for pˆ1 fixed,Φ and β0 have the same number of real zeros, as pˆ2 varies.
The number of coefficient sign alternations ofΦ, as pˆ1, pˆ2 vary, is computed by the signs of
β0,β1,β2,β3 shown in Figure 3.12 and leads the number of coefficient sign alternations shown
in Figure 3.11(b). Numerical inspection for our chosen values of η1 = 176, η2 = 4.6 shows that
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Figure 3.13 – (a) Sign and zeros of β0, (b) DOS with boundaries.
the regions having an equal number of sign alternations are essentially determined by the
sign of β0, so, as expected, the boundaries between such regions correspond to zeros of β0 as
illustrated in Figure 3.13.
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3.6.2 Equilibrium and zero stiffness diagrams
An equilibrium and zero stiffness diagram gives the positions of equilibrium and zero stiffness
positions as one programming input is fixed and the other varies. Characteristically, these
diagrams exhibit bifurcation, see [1] for the definition of the different types of bifurcation.
Figure 3.14 – Equilibrium and zero stiffness diagrams for the fixed values shown in (a): (b)
pˆ1 = 0.0, (c) pˆ1 = 0.007, (d) pˆ1 = 0.012, (e) pˆ1 = 0.016, (f) pˆ1 = 0.02.
Figure 3.14 gives the equilibrium and zero stiffness diagrams as function of pˆ2 for five different
values of pˆ1 as illustrated on the programming diagram in Figure 3.14(a).
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Figure 3.14(b) corresponds to pˆ1 = 0. For pˆ2 < pˆcr2 , where pˆcr2 = 0.055, the mechanism is
monostable with stable position q0 = xˆ = 0. At pˆ2 = pˆcr2 , a pitch-fork bifurcation occurs. The
stable position q0 becomes unstable and bifurcates into two stable positions q
±
1 . Also, at
pˆ2 = pˆcr2 , a saddle-node bifurcation occurs for zero stiffness positions.
Figure 3.14(c) corresponds to pˆ1 = 0.007. Bifurcation of both equilibrium and zero stiffness
occurs at pˆcr2 = 0.08 and four new zero stiffness states appear when pˆ2 > 0.08.
Figure 3.14(d) corresponds to pˆ1 = 0.012 and bifurcation occurs at pˆcr2 = 0.1. Note that as pˆ1
increases with pˆ2 fixed, zero stiffness positions move closer to xˆ = 0 and bifurcation occurs at
a higher pˆcr2 .
Figure 3.14(e) corresponds to pˆ1 = 0.017. Since pˆ1 > pˆcr1 = 0.016, the zero stiffness positions
merge and two pitch-fork bifurcations occur at pˆ2 = pˆa2 = −0.055 and pˆ2 = pˆb2 = −0.045. At
pˆ2 = pˆa2 , stable position q0 becomes unstable and bifurcate into two stable states q±3 . At
pˆ2 = pˆb2 , unstable position q0 becomes stable and bifurcates into two unstable positions q±2 . A
pitch fork bifurcation occurs at pˆ2 = pˆcr2 , where pˆcr2 = 0.12 and q0 bifurcates into two unstable
q±1 .
Figure 3.14(f) corresponds to pˆ1 = 0.02. This figure is qualitatively the same as Figure 3.14(e),
where, for fixed pˆ2, positions q
±
3 move apart and q
±
1 move closer. The bifurcation positions pˆ
a
2
and pˆb2 have moved apart.
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Figure 3.15 – Equilibrium and zero stiffness diagrams for the fixed values shown in (a): (b)
pˆ2 =−0.06, (c) pˆ2 =−0.03, (d) pˆ2 = 0.025, (e) pˆ2 = 0.06, (f) pˆ2 = 0.12.
Similarly, Figure 3.15 gives equilibrium and zero stiffness positions for five different values of
pˆ2, as illustrated in Figure 3.15(a).
Figure 3.15(b) corresponds to pˆ2 =−0.06. The mechanism is monostable for pˆ1 < pˆcr1 with a
stable state q0 = xˆ = 0. At pˆ1 = pˆcr1 , stable position q0 bifurcates into two stable states q±3 and
becomes unstable. A saddle node bifurcation occurs for the zero stiffness position at pˆ1 = pˆcr1 .
Figure 3.15(c) corresponds to pˆ2 =−0.03 with one stable position for pˆ1 < pˆcr1 . A saddle node
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bifurcation occurs at pˆ1 = pˆcr1 , where equilibrium states q±2 , q±3 are created. As illustrated in
Section 3.6.1, on increasing pˆ1, pˆb2 increases. When pˆ
b
2 = pˆ2 =−0.03, a subcritical pitch-fork
bifurcation occurs, the stable state q0 becomes unstable and bifurcates into two unstable
positions q±2 .
Figure 3.15(d) corresponds to pˆ2 = 0.025. This figure is qualitatively the same as Figure 3.15(c),
where, positions q±2 , q
±
3 move apart from x = 0.
Figure 3.15(e) corresponds to pˆ2 = 0.06. An inverted super critical bifurcation occurs when
pˆcr2 = 0.06, where stable position q0 becomes unstable on decreasing pˆ1 and bifurcates into
two stable states q±1 . Saddle node bifurcations occurs at p1 = pcr1 where positions q±2 , q±3 are
created.
Figure 3.15(f) corresponds to pˆ2 = 0.12. This figure is qualitatively the same as Figure 3.15
except that the inverted super critical bifurcation occurs at pˆ1 values greater than pˆcr1 .
Note that in Figures 3.15(c), (d), (e), (f), saddle node bifurcations of zero stiffness positions
occur at lower values of pˆ1 than for equilibrium positions.
3.6.3 Stiffness diagrams
Mechanism stiffness at stable and unstable states is of great importance to compliant mecha-
nism design [4]. Using equation (3.20), we calculate the effect of the programming inputs on
the stiffness of equilibrium states, recall that the sign of the stiffness determines stability.
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Figure 3.16 – Stiffness and sign of stiffness at equilibrium positions: (a) and (b) for q0, (c) and
(d) for q1, (e) and (f) for q2, (g) and (h) for q3.
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Equilibrium position q0
The equilibrium position q0 exists for all pˆ1, pˆ2. When pˆ1 < pˆcr1 , its stiffness kˆq0 decreases with
increasing pˆ2. It is zero at pˆ2 = pˆcr2 and negative for pˆ2 > pˆcr2 .
When pˆ1 > pˆcr1 , the stiffness kˆq0 decreases with increasing pˆ2 reaching zero at pˆ2 = pˆa2 . It
is negative for pˆa2 < pˆ2 < pˆb2 , zero at pˆ2 = pˆb2 and negative for pˆ2 > pˆcr2 . Figures 3.16 (a),(b)
illustrate kˆq0 with respect to pˆ1, pˆ2.
Equilibrium positions q±1
The equilibrium positions, q+1 , q
−
1 are symmetric around xˆ = 0 and they exist when pˆ2 > pˆcr2 .
Their stiffness kˆq1 is always positive, so they are stable. With pˆ1 fixed, increasing pˆ2 increases
kˆq1 .
For pˆ2 fixed, increasing pˆ1 decreases kˆq1 . Figures 3.16 (c),(d) illustrate kˆq1 with respect to
pˆ1, pˆ2.
Equilibrium positions q±2
The equilibrium positions, q+1 , q
−
1 are unstable, symmetric around xˆ = 0 and they exist only
when pˆ2 > pˆb2 and pˆ1 > pˆcr1 . On increasing pˆ2 for a given pˆ1, their stiffness kˆq2 decreases.
Figures 3.16(e), (d) illustrate kˆq2 with respect to pˆ1, pˆ2.
Equilibrium positions q±3
The equilibrium positions, q+3 , q
−
3 are stable, symmetric around xˆ = 0 and they exit only when
pˆ2 > pˆa2 and pˆ1 > pˆcr1 . On increasing pˆ2 for a given pˆ1, their stiffness kˆq3 increases.
As pˆ1 increases and pˆ2 is fixed, the magnitude of kˆq3 increases. Figure 3.16(g), (f) illustrate kˆq3
with respect to pˆ1, pˆ2.
3.6.4 Special cases
The T-mechanism exhibits near constant stiffness when the axial loads of its double par-
allelogram modules equal their zero stiffness loads. This leads to zero and constant force
mechanisms [59].
We examine four cases with values illustrated in Figure 3.17(a). We have made FEM simulations
which validate the analytical model as discussed in Section 3.7.
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Zero force monostable mechanism
When pˆ1 < pˆcr1 and pˆ2 = pˆcr2 , the T-mechanism switches from monostability to bistability.
The axial load of module 2 is equals its zero stiffness load [6]. The T-mechanism has a near
zero reaction force in the range −0.07 < xˆ < 0.07 for pˆ1 = 0.0, pˆ2 = 0.052, as illustrated in
Figure 3.17(b).
Constant force monostable mechanism
When the axial load on module 1 equals its zero stiffness load and pˆ2 < pˆa2 , the mechanism is
monostable and has regions of near constant force. Figure 3.17(c) illustrates the reaction force
of the mechanism when pˆ1 = 0.012, pˆ2 = 0 with constant force range −0.18< xˆ <−0.13 and
0.13< xˆ < 0.18, with Fˆ =−4.2 and 4.2, respectively.
Zero force bistable mechanism
When pˆ2 = pˆb2 and pˆ1 > pˆcr1 , the mechanism switches from bistability to tristability. The axial
load of module 2 equals its zero stiffness load and the mechanism has near zero reaction force
at xˆ = 0 leading to a zero force bistable mechanism. Figure 3.17(d) illustrates the reaction force
of the mechanism at pˆ1 = 0.017, pˆ2 =−0.045, where the zero force range is −0.03< xˆ < 0.03.
Constant force bistable mechanism
When pˆ2 > pˆcr2 and pˆ1 < pˆcr1 , the mechanism is bistable. When the axial load of module 1
equals its zero stiffness load, the mechanism has near constant force behavior. Figure 3.17(e)
illustrates the reaction force of the mechanism at pˆ1 = 0.007, pˆ2 = 0.092, where the constant
force ranges are −0.31< xˆ <−0.22 and 0.22< xˆ < 0.31, with Fˆ =−0.13 and 0.13, respectively.
Zero force tristable mechanism
When pˆ1 > pˆcr1 and pˆ2 = pˆcr2 , the mechanism switches from tristability to quadrastability. The
axial load of module 2 equals its zero stiffness load. The mechanism has zero force behavior
around xˆ = 0. Figure 3.17(f) illustrates the reaction force of the mechanism at pˆ1 = 0.017,
pˆ2 = 0.12 with zero force range −.03< xˆ < 0.03.
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Figure 3.17 – (a) Selected values of pˆ1,pˆ2 leading to near zero force and near constant
force regions: (b) zero force monostable mechanism at pˆ1 = 0, pˆ2 = 0.052, (c) constant
force monostable mechanism at pˆ1 = 0.012, pˆ2 = 0, (d) zero force bistable mechanism at
pˆ1 = 0.017, pˆ2 =−0.045, (e) constant force bistable mechanism at pˆ1 = 0.007, pˆ2 = 0.092, (f)
zero force tristable mechanism at pˆ1 = 0.017, pˆ2 = 0.12.
43
Chapter 3. Stability Programming
3.6.5 DOS sensitivity
As demonstrated in Section 6.1, qualitative behavior is determined by the zeros of β0, and this
parameter is a polynomial in pˆ1, pˆ2, as given by equation (3.21) of Section 5.7, and is linear in
pˆ1 and cubic in pˆ2. This gives smooth dependence on pˆ1, pˆ2 except at bifurcation points, i.e.,
DOS is locally constant.
Sensitivity to pˆ1, pˆ2 holds for the DOS at bifurcation points, since pˆ1, pˆ2 change continuously
while the DOS is a discrete number. More generally, sensitivity of DOS at bifurcation is intrinsic
to programmable multistable mechanisms since a discrete change occurs by continuous
actuation [6].
Our model gives explicit formulas for bifurcation as function of programming input. Section
6.1 shows that bifurcation in pˆ1 occurs at pˆcr1 given by equation (4.15) and for pˆ2 at zeros of β0






COMSOL FEM was used to model the stability behavior of the 2-DOP T-mechanism. Geometric
nonlinearity was implemented by the solid mechanics module. Mesh convergence tests were
performed to ensure the validity of solutions. Figure 3.18 illustrates the deformation of the
mechanism for pˆ1 = 0.0, pˆ2 = 0.12.
Figure 3.18 – FEM rendering of T-mechanism deformation.
Figure 3.19 gives the reaction force for monostable, bistable, tristable and quadrastable config-
urations, calculated analytically and numerically. This data indicates that, for small xˆ, there is
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a good match between our analytical calculations and numerical simulations.
The discrepancy between the analytical and numerical models can reach 20%, as illustrated in
Figure 3.19(f). This is explained by having neglected the higher order nonlinear terms given in
[84].
However, the analytical and numerical curves are qualitatively similar validating our qualita-
tive analysis of stability behavior.
Figure 3.19 – (a) Values of pˆ1, pˆ2 for FEM simulation with T-mechanism programmed to be (b)
monostable at pˆ1 = 0, pˆ2 = 0, (c) bistable at pˆ1 = 0, pˆ2 = 0.12, (d) tristable at pˆ1 = 0.0175, pˆ2 = 0,
(e) quadrastable at pˆ1 = 0.0175, pˆ2 = 0.012,(f) percent difference between analytical and
numerical models.
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3.8 Applications
We give a brief overview of applications of programmable multistable mechanisms.
1. Multistable mechanisms have been applied to computation. Logical operations were im-
plemented using bistable mechanisms in [85]. Micromechanical computation devices
have advantages over electronic circuits for low speed computations [86]. We conjec-
ture that by using higher DOS, it is possible to realize a Turing complete mechanical
computer. This is the subject of our current research.
2. Threshold sensors have multiple stable states and they switch between them when sens-
ing input exceeds threshold values, they have been used as acceleration, position and
shock threshold sensors [6, 21]. Stability programming extends the threshold sensing
concept to programmable sensors, where the number and the value of the threshold
states is modifiable.
3. This paper provides a new method for connecting bistable mechanisms to build pro-
grammable mechanical meta-materials [87], where the effective value of Young’s modu-
lus, the Poisson ratio, and stable configurations can be controlled and stiffness estimated
by our analytic model.
4. Puncturing human tissue is required during surgery and necessitates great precision to
avoid large forces causing irreversible damage. Stability programming provides control
over puncturing force and stroke as we demonstrated in previous work [88].
3.9 Conclusion
We introduced the concept of stability programming and provided a novel analytic model of
T-connected 2 degree of programming mechanisms yielding explicit expression for degree of
stability, the position and stiffness of equilibrium states as well as estimates for constant force
regimes. Our analysis was validated using FEM simulation.
In chapter 4, I present the experimental validation of our analysis. In chapter 5 and chapter 6,
the application of PMMs to horological escapements and medical devices is given.
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4.1 Introduction
The main goals of this chapter are
1. Experimental validation of the concept of stability programming
2. Experimental characterization of the stability behavior of the T-mechanism, a generic
example of programmable multistable mechanism discussed in Chapter 3 [89].
3. Extension of the analytical model in Chapter 3 to parallelogram mechanism having
rectangular hinges.
The chapter is arranged as follows. First, we extend our analytical model to the T-combined
double parallelogram mechanisms (DPM) consisting of rectangular beam hinges. A prototype
of the T-mechanism is manufactured using electro-discharge machining (EDM). Then, we
discuss the measurement setup and the results, as compared to our analytical and numerical
calculations.
4.2 Programmable multistable T-mechanism
A T-combined DPM consists of two modules orthogonally connected. Each module is an
axially loaded DPM with two parallel beams centrally connected by a rigid block, as illustrated
in Figure 4.1(a). Module 1 is fixed on one extremity and axially guided by programming input
p1 on the other extremity. Module 2 is connected to the central block of module 1 in the
lateral direction of the beams of module 1 on one extremity. The other extremity of module 2
is guided by programming input p2. An actuation input x is applied to the central block of
module 2 in the lateral direction of its beams.
*The content of this chapter has been published as Mohamed Zanaty, and Simon Henein. "Experimental
Characterization of a T-shaped Programmable Multistable Mechanism." Journal of Mechanical Design 140, no. 9
(2018): 092301.
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Figure 4.1 – 2-DOP T-combined double parallelogram mechanisms composed of (a) dis-
tributed stiffness blades, (b) lumped stiffness rectangular hinges.
As discussed in Chapter 3, the stability behavior of the mechanism depends on the values of p1
and p2. We define pcr1 as the minimum value of p1 at which module 1 buckles with sufficient
lateral force to buckle module 2. Similarly, pc2 is the minimum value of p2 at which the lateral
stiffness of module 2 is zero at x = 0.
Table 4.1 summarizes the range of the programming inputs for a given DOS. It should be noted
that




2 depend on p1.
2. The value of pcr1 depends only on the dimensions of the mechanism.
The concept of stability programming of T-mechanism is still valid for different geometrical
variants of parallelogram mechanisms, in which distributed stiffness blades is replaced by
rectangular beam hinges, as given in Figure 4.1(b).
In this Chapter, we study T-combined DPM with rectangular beam hinges. They are simpler to
manufacture using EDM, compared to distributed stiffness blades discussed in our previous
paper [89], and have a relatively longer stroke compared to circular notch hinges [90]. In
the rest of this Chapter, we will refer to the T-combined DPM with rectangular hinges as
T-mechanism, for short.
Figure 4.2 illustrates a T-mechanism with width w . Module 1 has four beams of length `1
with rigid links of length r1 and compliant rectangular hinges of length c1 and thickness t1.
Module 1 is axially loaded by a spring, referred to as programming spring, of stiffness kr with
length `r and thickness tr . Module 2 has four beams of length `2 with rigid links of length r2
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Table 4.1 – DOS of the T-mechanism as a function of the programming inputs, p1, p2.
p1 p2 DOS
p1 < pcr1 p2 < pc2 1
p1 > pcr1 p2 < pa2 1
p1 < pcr1 p2 > pc2 2
p1 > pcr1 pa2 < p2 < pb2 2
p1 > pcr1 pb2 < p2 < pc2 3




















Figure 4.2 – (a) T-shaped mechanism, (b) key dimensions, (c) forces and displacements.
and rectangular hinges of length c2 and thickness t2. The thickness of the rigid links is ten
times that of the hinges.
We replaced the central rigid block of module 2 by two rigid blocks connected by two blades, as
shown in Figure 4.2, to avoid kinematic over constraints, as illustrated by the equivalent rigid
body diagram of the mechanism in Figure 4.3. This modification does not affect the stability
behavior of the mechanism. There are three degrees of freedom controlled by programming
inputs, p1, p2, and actuation input, x.
As illustrated in Chapter 2 [89], the stability behavior of the T-mechanism depends on the
stiffness ratio of module 1 to module 2, η2, stiffness ratio of the programming spring to module







, α2 = `2
`1
. (4.1)
We introduce the parameters a01, a02 which denote the ratio of the length of rectangular
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Figure 4.3 – Equivalent rigid body diagram of the T-mechanism.
hinges to the beam length of module 1 and module 2, respectively.
a01 = c1
`1




We calculate the reaction force f of the mechanism upon applying a displacement x. The
reaction force is represented as seventh order polynomial from which the stability behavior of
the mechanism can be quantified, i.e., DOS, positions of equilibrium states and their stiffness.
Our model is based on the same assumptions of Chapter 3.
1. A linear elastic material is used with Young’s modulus Y .
2. The shear strain of compliant elements is negligible such that Euler-Bernoulli equations
can be applied.
3. Compliant elements are not buckled in their second or higher order buckling modes.
4. Lateral forces of module 1 and module 2 are negligible compared to the buckling load of
the beams of the programming spring.
5. The displacement range of the mechanism is within its intermediate range [91].
We normalize all forces of module 2 by Y w t 32 /(12`
2
2) and displacements of module 2 by `2.
Similarly, the forces of module 1 are normalized by Y w t 31 /(12`
2
1) and displacements by `1.
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Following the same procedure discussed in Chapter 3, we derived the reaction force of the
T-mechanism having rectangular hinges as a seventh order polynomial. We first evaluate the
relation between displacement x and axial displacementsλ1 andλ2 of module 1 and module 2,
respectively, as illustrated in Figure 4.2(c). Then, we calculate the axial loads N1 and N2 as
functions of x. As discussed in [90], the secant stiffness of module 2 depends on N2. Based on
that, the reaction force of module 2 which represents the reaction force of the mechanism is
calculated.
On applying lateral displacement x to the central block of module 2, axial displacement λ2
occurs [91, 89]








ignoring the elastic component of the axial displacement of the compliant beams.
The two modules are orthogonally connected, such that the axial displacement of module 2 is
equivalent to the lateral displacement of module 1, leading to the following axial displacement



























Axial displacement λ1 loads the programming spring imposing an axial load N1 on module 1
[89, 90]
N1 = 24η1(p1+λ1), (4.6)













Since module 1 is laterally displaced by λ2, it imposes an axial load on module 2 [91]
N2 = η2kp1s λ2. (4.8)













Substituting equations (4.5), (4.6), (4.7), (4.8) in equation (4.9), the reaction force f of the
mechanism can be written as seventh order polynomial




















































Figure 4.4 – (a) T-shaped mechanism monolithically manufactured by EDM, (b) schematic
representation of the measurement setup, (c) realization of the measurement setup.
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1. DOS is estimated by calculating the sign alternation of the coefficients ofΦ(z) and the
sign of its discriminant for given p1, p2.
2. Equilibrium positions, qi , are the square root of the positive-valued zeros ofΦ(z).
q0 = 0, q±i =±
p
zi , i = 1,2,3. (4.14)




















2 are the zeros of the cubic polynomial, β0, where p
a
2 < pb2 <
pc2.
5. The tangential stiffness of the mechanism at its equilibrium states, qi , is the first deriva-
tive of the reaction force with respect to the displacement x at equilibrium positions.





Table 4.2 – Dimensions of the T-mechanism
Dimension Description Designed Measured
w Beam Width 10 [mm] 10[mm]
Programming spring
`r Beam length 15[mm] 15[mm]
tr Beam thickness 350[µm] 345[µm]
Module 1
`1 Beam length 23[mm] 23[mm]
t1 Hinge thickness 80[µm] 78[µm]
c1 Hinge length 4.0[mm] 3.9[mm]
Module 2
`2 Beam length 36[mm] 36[mm]
t2 Hinge thickness 50[µm] 49[µm]
c2 Hinge length 3[mm] 2.9[mm]
4.4 Numerical simulations
We use COMSOL FEM to model the stability behavior of the mechanism and calculate its
reaction force and strain energy for different values p1, p2. The solid mechanics module is
used, including the geometric nonlinearity. The displacement control method is utilized, as it
is easier to converge, being a single-valued problem. The actuation displacement x applied at
54
4.5. Fabrication
the central block of module 2 is swept and the reaction force is evaluated. The strain energy of
the mechanism is estimated by integrating the stored energy density over the volume of the
mechanism. Mesh convergence tests are performed to ensure the validity of the solution.
4.5 Fabrication
The T-mechanism was manufactured out of BOHLER K390 steel [92] using EDM, as shown
in Figure 4.4(a). EDM is used to manufacture compliant elements of maximum length to
thickness ratio of 60 [90]. We selected the dimensions of the T-mechanism in Table 4.2
such that monostability, bistability, tristability and quadrastability can be experimentally
verified based on the dimensional analysis in [89]. We used Leica M125 [93] stereoscope for
dimension measurements with a resolution down to 50[nm]. The inherent tolerance in the
EDM technique leads to differences between designed and measured dimensions as given in
Table 4.2.
4.6 Experimental setup
We constructed an experimental measurement setup that consists of three displacement
Keyence laser sensors, LK-H082 [94], to measure the imposed values of p1, p2 and x. Alu-
minum reflecting blocks are mounted on the mechanism as references planes for the sensors
as illustrated in Figures 4.4(b), (c). Displacement sensors used for measuring p1, p2 are config-
ured to the range ±2[mm] with a resolution of 25[nm]. The actuation displacement sensor is
configured to measure the range of ±16[mm] with a resolution of 100[nm].
We apply manually the programming inputs via micro-metric screws, while helical springs
are used to apply negative values of the programming inputs. The actuation input is applied
via a 1-DOF micro-metric stage on which piezo-electric Kistler force sensor, type 9207, is
mounted [95]. The sensor is connected to the central block of module 2 via a nylon wire. The
force sensor is configured for the range of ±5[N ] with a resolution of 1[mN ]. A known mass is
used to compensate for the negative reaction force of the mechanism to avoid snapping. The
mass is connected to the central block of module 2 via a wire and pulley. All the sensors are
calibrated before the measurement.
We use national instrument cRIO 9035 [96] for the control of the measurement setup and data
acquisition. Analog to digital converter NI9220 [97] and charge amplifier Kistler 5171A4 [98]
are used for the interface of displacement and force sensors, respectively. A graphical user
interface is built for the display of the measurements and reaction force calculation.
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4.7 Results and discussion
The dimensional variability of the manufacturing process and the measurements errors are
accounted for by using a constant correction factor. This factor is determined by curve fitting
the reaction force, as calculated using the analytical model with experimental measurements,
when the mechanism is programmed as monostable.
In this section, we use the symbols p1, p2, x, f to denote the explicit values of the programming
inputs of module 1, module 2, actuation input and reaction force respectively instead of
representing their normalized values. We present and discuss the results according to the
different stability regions of the T-mechanism introduced in [89].
Figure 4.5 – Stable state q0 of the mechanism programmed in monostable region based on
FEM (left) and experiment (right).
4.7.1 Monostable region
The mechanism has only one stable state, i.e., DOS = 1 when p1 < pcr1 and p2 < pc2 or p1 > pcr1
and p2 < pa2 . Figure 4.5 gives the stable state of the mechanism, q0, which occurs at x = 0. The
reaction force of the mechanism is depicted in Figure 4.6 based on the analytical calculations,
numerical simulations and experimental measurements showing a good match.
Upon increasing either p1 for given p2 or p2 for given p1, the mechanism stiffness at its stable
state decreases until it reaches zero at p2 = pa2 for p1 > pc1 or p2 = pc2 for p1 < pcr1 .
4.7.2 Bistable region
There are two regions in which the mechanism distinctly exhibits bistability.
Region I
This region is defined when p1 < pcr1 and p2 > pc2, where module 2 buckles. Figure 4.7 gives
the equilibrium states based on numerical simulations and experimental stable states where
q±1 are stable states and q0 is unstable state.
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Figure 4.6 – The reaction force of the mechanism when programmed as monostable for








Figure 4.7 – Stable states, q±1 and unstable state, q0 of the mechanism programmed in bistable
region I based on FEM (top) and experiment (bottom).
As p1 increases for a given p2, the stiffness of the mechanism at its equilibrium position
decreases till it reaches zero at pc2 = p2. However, the stiffness increases by increasing p2 for
a given p1. Figure 4.8 illustrates the reaction force of the T-mechanism at p1 =−0.15[mm],
p2 = 1.1[mm].
Region II
This region is defined by p1 > pcr1 and pa2 < p2 < pb2 . The mechanism has unstable state q0
at x = 0. Figure 4.9 illustrates the equilibrium states of the mechanism based on numerical
simulations and the equivalent experimental stable states, where q±3 are stable and q0 is
unstable. Figure 4.10 shows the reaction force of the mechanism for p1 = 0.39[mm] and
p2 =−0.9[mm].
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Figure 4.8 – The reaction force of the mechanism programmed as bistable in region I for
p1 =−0.15[mm], p2 = 1.1[mm].
The mechanism exhibits lower stiffness magnitude around its unstable state, compared to its
stable states. As p2 increases for a given p1, the stiffness of the mechanism increases around
its stable states q±3 , however, the stiffness magnitude around q0 may increase or decrease,
depending on the range of the applied p2. In the case of p1 increase for a given p2, the stiffness
magnitude for both stable states q±3 and unstable state q0 increases.
4.7.3 Tristable region
The mechanism exhibits tristability when p1 > pcr1 and pb2 < p2 < pc2. Figure 4.11 gives the
equilibrium states of the mechanism based on numerical simulations and their equivalent
experimental stable states where q0, q
±
3 are stable and q
±
2 are unstable. The reaction force
of the mechanism for p1 = 0.36[mm], p2 = 2.8[mm] for imposed displacement x is given in
Figure 4.12.





increasing p2 for a given p1, the stiffness of stable states q
±
3 and unstable states q
±
2 increases
while the stiffness of the stable state q0 may increase or decrease depending on p2.
4.7.4 Quadrastable region
The mechanism exhibits quadrastability when p1 > pcr1 and p2 > pc2. Figure 4.13 illustrates
the seven equilibrium states of the mechanism, based on numerical simulations and the
equivalent experimental stable states where q0, q
±












Figure 4.9 – Stable states, q±3 and unstable state, q0 of the mechanism programmed in bistable
region II based on FEM (top) and experiment (bottom).













Figure 4.10 – The reaction force of the mechanism programmed as bistable in region II for
p1 = 0.39[mm], p2 =−0.9[mm].
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Figure 4.11 – Stable states, q0, q
±
3 and unstable states, q
±
2 of the mechanism programmed in
















Figure 4.12 – The reaction force of the mechanism programmed as tristable for p1 = 0.37[mm],
p2 = 0.0[mm].
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Figure 4.14 illustrates the reaction force of the mechanism for p1 = 0.36[mm], p2 = 0.8[mm].
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Figure 4.13 – Stable states, q±1 , q
±
3 , and unstable states, q0, q
±
2 of the mechanism programmed
in quadrastable region based on FEM (top) and experiment (bottom).
4.7.5 Summary
The reaction force of the mechanism in the different stability regions was measured. A dis-
crepancy of less than 10% is found in estimating the switching forces for certain values of
programming inputs between the analytical model on one side and experimental results and
numerical simulations on the other. This is attributed to neglecting higher order nonlinear
stiffness terms in the model, as in the case when the mechanism displacement exceeds the
intermediate displacement range. We also ignore the axial displacement of the central block
of module 1 on calculating the axial force of module 2 which affects the mechanism overall
stiffness. Moreover, the effect of the elastic component of the axial displacement of the beams
is ignored. The friction of the pulley, which was not considered in the model, is likely to affect
the measured stiffness. However, we find the model sufficient for first order estimation of the
stability behavior of the T-mechanism.
The effect of the programming inputs on the stiffness magnitude of the T-mechanism, at its
equilibrium states based on equation(4.16), is summarized in Table 4.3, where ↑ indicates an
increase, ↓ indicates a decrease, → indicates no change and ↑↓ denotes dependency of the
trend on the range of the applied programming inputs.
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Figure 4.14 – The reaction force of the mechanism programmed as quadrastable for p1 =
0.36[mm], p2 = 2.8[mm]. The inset illustrates the reaction force upon switching between
second and third stable states.
4.7.6 Programming diagram
The programming diagram gives the number of stable states of the T-mechanism, i.e., DOS,
upon changing its programming inputs, p1, p2.
The DOS can be found by evaluating the sign of the discriminant of Φ and the number of
sign alteration between the coefficients β0, β1, β2, β3 in equation (4.13) [89]. The values of






2 were measured experimentally as reported in Figure 6.15
and show good match with analytical computations within less than 7%.
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Monostable 1 ↑ → ↓
→ ↑ ↓
Bistable I 2 ↑ → ↓ ↓
→ ↑ ↑ ↑
Bistable II 2 ↑ → ↑ ↑
→ ↑ ↑ ↓ ↑
Tristable 3 ↑ → ↑ ↑ ↑
→ ↑ ↑ ↓ ↑ ↑
Quadrastable 4 ↑ → ↓ ↓ ↑ ↑
→ ↑ ↑ ↑ ↑ ↑





2 are experimentally verified.
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4.7.7 Equilibrium positions
We study the effect of the programming inputs, p1, p2 on the positions of equilibrium states,
which are the square roots of the positive-valued zeros ofΦ(z), as given in equation (4.14). We
fix one of the programming inputs and sweep the other one.
Figure 4.16 – (a) Selected p1 values of the calculated equilibrium position diagrams as p2
varies from -4[mm] to 4[mm]. Equilibrium positions diagram at (b) p1 = −0.1[mm], (c)
p1 = 0.35[mm] verified both numerically and experimentally.
Fixing p1 and sweeping p2
There are two qualitatively different equilibrium diagrams as illustrated by the selected values
in Figure 4.16(a).
The first case occurs when p1 < pcr1 , the mechanism is monostable with a stable state q0 at
x = 0. At p2 = pc2, the stable state q0 becomes unstable and bifurcates into two stable states
q±1 as given in Figure 4.16(b). The value of the bifurcation node p2 = pc2 depends on p1. As p1
increases, pc2 increases as well.
The second case occurs when p1 > pcr1 as illustrated in Figure 4.16(c). In this case, the mech-
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anism is monostable for p2 < pa2 with a stable state q0 at x = 0. At p2 = pa2 , the stable state
becomes unstable and bifurcates into two stable states q±3 . The mechanism becomes bistable
upon increasing p2. At p2 = pb2 , the unstable state q0 becomes stable and bifurcates into two
unstable states q±2 . The mechanism is tristable with increasing p2. At p2 = pc2, q0 bifurcates
again into two stable states, q±1 and becomes unstable. The mechanism is quadrastable for
p2 > pc2.
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Fixing p2 and sweeping p1




2 increase. Both the values
pa2 , p
b
2 exist only for p1 ≥ pcr1 . We consider different cases illustrated in Figure 4.17(a).
If pa2 > p2 for all values of p1, the mechanism is monostable with a stable state q0 at x = 0.
In the case that p2 is selected such that pa2 < p2 and pb2 > p2 for a certain range of p1, the
mechanism shows both monostability and bistability. At pa2 = p2, pitch-fork bifurcation occurs
at which stable state q0 becomes unstable and bifurcates into two unstable states q
±
3 [89].
If p2 is selected such that pb2 < p2 and pc2 > p2 for a given range of p1 > pcr1 , the mechanism
can show monostability, tristability and bistability. For p1 < pcr1 , the mechanism has a stable
state q0 at x = 0. At p1 = pcr1 , saddle-node bifurcation occurs and stable states, q±3 , unstable
states, q±2 emerge. The mechanism is tristable.
As p1 increases, pb2 increases as well. When p
b
2 = p2, inverted pitchfork bifurcation occurs. The
stable state q0 becomes unstable and the two unstable states, q
±
2 merge at x = 0, as illustrated
in Figure 4.17(b) and the mechanism becomes bistable.
On increasing p2 and sweeping p1, the value of the bifurcation node pb2 = p2 increases and the
equilibrium states, q±2 , q
±
3 move apart from x = 0. When pb2 < p2 and pc2 > p2 over the entire
range of p1, the mechanism functions as monostable for p1 < pcr1 and tristable mechanism
for p1 > pcr1 , as illustrated in Figure 4.17(c).
If p2 is selected such that pc2 < p2 for a given range of p1 < pcr1 and pb2 < p2, pc2 > p2 for
p1 > pcr1 , the mechanism can exhibit bistability, monostability and tristability upon changing
p1, as illustrated in Figure 4.17 (d). For pc2 < p2, the mechanism has two stable states, q±1 and
unstable state q0. As p1 increases, pc2 increases. At p
c
2 = p2, the stable state q0 becomes stable
and the two stable states q±1 merge at x = 0 and the mechanism is monostable. At p1 = pcr1 ,




On further increase of p2, the value of the bifurcation node pc2 increases. If p
c
2 = p2 at p1 > pcr1 ,
the mechanism shows quadrastability for pc2 < p2 and tristability for pc2 > p2 while p1 > pcr1 as
illustrated in Figure 4.17(e).
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Figure 4.17 – (a) Selected p2 values of the calculated equilibrium position diagrams as p1
varies from−0.2[mm] to 0.5[mm]. Equilibrium positions diagram at (b) p2 =−1[mm], (c)p2 =
0[mm], (d) p2 = 1[mm], (e) p2 = 3[mm] verified numerically and experimentally.
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4.7.8 Zero stiffness positions
As discussed in Section 3.6.4, the mechanism can exhibit zero stiffness along with multistable
behavior. This occurs at the values of p1, p2 at which zero stiffness states appear. The zero
stiffness states can be found by calculating the roots of the tangential stiffness polynomial
in a way similar to the equilibrium positions where the roots of the force polynomial were
found, as illustrated in Figure 4.18. The boundaries of the zero stiffness map in Figure 4.18(d)
correspond to the values of programming inputs at which zero stiffness occur.
Figure 4.18 – (a) Sign of the discriminant of the force polynomial, (b) number of sign changes
of the coefficient, (c) number of stable states, (d) sign of the discriminant of the stiffness
polynomial, (e) number of zero stiffness states.
We selected points on the boundaries to verify the operation of the mechanism as zero force
monostable (ZFMM), constant force monostable (CFMM), zero force bistable (ZFBM), con-
stant force bistable (CFBM) and zero force tristable mechanisms (ZFTM). Analytical, numeri-
cal and experimental calculations were conducted to verify the zero stiffness behavior of the
mechanism as illustrated in Figure 4.19.
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Figure 4.19 – Reaction force of the T-mechanism based on analytical, numerical and ex-
perimental measurements for (a) ZFMM at p1 = 0.09[mm], p2 = 1.6[mm], (b) CFMM at
p1 = 0.24[mm] , p2 = 0.0[mm], (c) ZFBM at p1 = 0.39[mm], p2 = −0.7[mm], (d) CFBM at
p1 = 0.14[mm], p2 = 2[mm], (e) ZFTM at p1 = 0.35[mm], p2 = 2.65[mm], (f) selected points
highlighted along the zero stiffness boundaries.
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4.8 Conclusion
In this chapter, we experimentally verified the concept of stability programming using T-
combined double parallelogram mechanism consisting of rectangular beam hinges. An
analytical model of the mechanism was also derived. The reaction force is represented as
seventh order polynomial from which the stability behavior of the mechanism is extracted.
Reaction force, programming diagram and equilibrium position bifurcation diagrams were
calculated analytically, numerically and experimentally where a mismatch of less than 10%
was found.
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5 Application I: Detached Snap Escape-
ment *
In this chapter, we present new escapements based on programmable multistable mecha-
nisms for use in mechanical timekeepers such wrist watches. This yields a so-called constant
force detached snap escapement providing repeatable energy impulses to the oscillator. Our
invention is based on the lever escapement, where the anchor functionality is divided into a
master anchor and a slave anchor. By further use of a spring as an energy buffer, the oscillator is
detached from the direct impulse of the escape wheel. This makes oscillator energy essentially
independent of barrel spring driving torque, thereby stabilizing oscillator amplitude. This
resolves the problem of isochronism defect by keeping a constant amplitude, thus significantly
improving timekeeping accuracy. Moreover, the anchor division detaches the oscillator from
unlocking the escape wheel, making the oscillator perturbation also independent of the barrel
spring driving torque to improve chronometric accuracy.
5.1 Introduction
The mechanical watch consists of a barrel spring as energy storage unit, a gear train for the
display of the time and energy transfer, an escapement as a regulating unit and interface with
the oscillator. A simple representation of the mechanical watch, given in Figure 5.1 shows the






*Some of the content of this chapter has been submitted on May 19, 2016 as an invention report to the technology
transfer office of EPFL
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11. Balance wheel and hairspring
The barrel spring 1 provides the required energy for maintaining the oscillation of the balance
wheel and hair spring 11 through the gear train 2-8. The gear train is also used for the time
display in terms of hours, minutes and seconds. The escapement 9, 10 works as a regulating
unit. It has two functions:
• It regulates the energy given to the oscillator – impulse action.
• It counts the number of oscillations – locking action.
In about 1609, Galileo Galilei formulated the principle of isochronism stating that the period
of the oscillator is independent of its energy. Isochronism liberates the measure of time from
the energy source and greatly increases chronometric precision compared to previous time
bases.
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Figure 5.2 – Main spring fully wound (left) and fully unwound (right).
In the case of the mechanical watch, the oscillator consists of a balance wheel and hair spring.
Though Hooke’s Law predicts that this oscillator is isochronous in theory, but in practice
it suffers from isochronism defects [99]. A constant energy supply to the oscillator would
maintain a constant amplitude and so a constant period of oscillation. Traditionally, this
was done using a fusée [100], but this mechanism is complicated and rarely used in watches.
The standard approach has been to do this at the level of the escapement, what is commonly
referred to in horology as constant force escapements.
The barrel spring, shown in Figure 5.2, is the energy source for the oscillator [99]. However,
the torque exerted, in turn energy provided, varies as function of the level of energy stored in
the barrel spring, as shown in Figure 5.3 [99].
Figure 5.3 – Variation of the torque of the barrel spring with respect to the winding angle.
5.2 State of the art
5.2.1 Constant force escapements
A number of so-called constant force escapements have been invented to minimize the variation
over time of the energy delivered to the oscillator. We divide escapements into variable force
escapements and constant force escapements. With variable force escapements, the energy
provided to the oscillator at each cycle depends directly on the driving torque of the main
spring.
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Figure 5.4 – Comparison of the impulse action between variable force escapements and
constant force escapements.
Constant energy impulse
Constant force escapements incorporate a buffer acting as a temporary energy storage element.
This element provides a constant energy to the oscillator at each cycle and is regularly reloaded
by the main energy source. The buffer element is usually a spring or a movable mass. Figure 5.4
shows a conceptual diagram explaining the difference between variable force escapements
and constant force escapements. In the case of variable force escapements, the impulse to the
oscillator depends directly on the driving torque in the main spring.
Detached unlocking
The second function of the escapement is counting periods of the oscillator. The counting
is performed through signals sent from the oscillator consisting of unlocking of the escape
wheel by the oscillator. The unlocking requires taking energy from the oscillator and this
energy depends on the driving torque of the barrel spring. Therefore, even for a constant force
escapement, oscillator amplitude is still affected by the state of the barrel spring due to the
variation in unlocking energy.
This energy variation can be eliminated by detaching the oscillator during the unlocking pro-
cess, known as detached unlocking of the escape wheel. We therefore call such escapements
detached escapements as opposed to attached escapements lacking this feature. Figure 5.5
shows the conceptual differences between attached and detached escapements.
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Figure 5.5 – Comparison between the unlocking actions of attached escapements and detached
escapements.
Examples of constant force escapements
Constant force escapements are also known as remontoire escapements when applied to
clocks. They have a long history where both gravitational and spring forces have been used as
energy storage.
1. Gravity escapement
Gravity escapements are constant force escapements for pendulum clocks [101]. The
gravity escapement appears to have been invented by Thomas Mudge and the most
famous is the three-legged double wheel escapement invented by Edmund Beckett Deni-
son for the great clock at Westminster Big Ben [100] which allowed this large turret clock
to achieve its 1 second a day accuracy specification [102].
2. Arnfield’s detached gravity escapement
Following Harrison’s edict that the pendulum must have dominion over the clockwork
[101], much effort was made to completely isolate the pendulum oscillator from any
outside disturbance. Constant force escapements were a first step, but the energy
required by the oscillator to unlock the movement depends on friction at the pallets
which in turn depends on escape wheel torque and thus on the state of the energy
source. In 1987, John Arnfield successfully detached the oscillator from direct unlocking
of the escape wheel by modifying the design of Edmund Beckett Denison’s Big Ben
escapement [103].
3. Girard-Perregaux constant force escapement
This escapement was patented by N. Dehon in 1999 [7] and commercialized by Girard-
Perregaux in 2013 for wristwatches. An axially loaded buckled beam is used as the energy
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Figure 5.6 – Girard - Perregaux constant force escapement.
Figure 5.7 – Ulysse Nardin constant force escapement.
storage buffer. This beam shows a bistable response providing constant energy impulses
to the oscillator.
4. Ulysse Nardin constant force escapement
This escapement uses a pivot based on flexure for the escapement anchor [104]. The
mechanism exhibits bistability when an axial force is applied to the virtual pivot, so a
constant energy impulse is transmitted to the oscillator.
Disadvantages of constant force escapements
Most constant force escapements do not have detached unlocking. Therefore, oscillator energy
is still dependent on barrel spring energy due to friction at pallets and the recoil of the escape
wheel. As mentioned above, for clocks, this problem was finally solved by Arnfield [103].
The Girard - Perregaux (GP) and Ulysse Nardin constant force escapements are based on
preloaded buckled beam bistable mechanisms. Buckled beam mechanisms are sensitive to
preload, changing dramatically the energy impulse to the oscillator. The buckling is a delicate
phenomenon which is difficult to model theoretically. Moreover, they are sensitive to the
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Figure 5.8 – Bottom view of the Swiss lever escapement.
temperature variation.
A disadvantage of GP constant force escapement is the size and it occupies a large part of the
watch, requiring the rearrangement of the whole watch components.
Finally, many constant force escapements are inherently not self-starting, i.e., they cannot be
started from a stopped state by winding the crown.
5.2.2 Swiss lever escapement
The Swiss lever escapement is used in almost all mechanical wrist watches. It consists of a
roller 1, anchor 2 and escape wheel 4, as shown in Figure 5.8. The roller is connected to the
balance wheel oscillator. Through the gear train, the escape wheel is coupled to the barrel
spring. The Swiss lever escapement is not a constant force escapement.
Operation of the Swiss lever escapement
The Swiss lever escapement performs the two functions of impulsing the oscillator and unlock-
ing the escape wheel by the anchor 2 which also acts as the lever. A description of the phases
begins with Figure 5.8 in which the escape wheel 3 is loaded by the main spring, the escape
wheel is locked by the entry pallet and the anchor is locked by the banking pin 4. When the
oscillator 1 contacts the anchor fork it unlocks the movement, the escape wheel first recoils,
due to draw, then slides on the rest plane of the anchor pallet. The tooth of the escape wheel
tooth then clears the rest plane and the escape wheel turns freely until it hits and slides on the
impulse plane of the anchor, providing energy to the oscillator. After that, the escape wheel
rotates freely until it hits the rest plane of the exit pallet. At this point, the escape wheel is
locked, and this cycle is repeated on the exit pallet.
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Figure 5.9 – Snap escapement.
Disadvantages of the Swiss lever escapement
The main disadvantages of the Swiss lever escapement, as compared to other watch escape-
ments, are
1. Sliding of escape wheel teeth on anchor pallets is frictional and requires lubrication.
2. All impulses are indirect via a lever.
3. Variation of the energy delivered to the oscillator due to the variation of the driving
torque of the main spring.
5.3 Description of the invention
Our invention is a constant force escapement which we have called snap escapement. The in-
vention provides constant energy impulses to the oscillator using a programmable multistable
mechanism. Additionally, it detaches the oscillator from the escape wheel, thus regularizing
oscillator energy losses due to unlocking.
5.3.1 Snap escapement
The snap escapement, shown in Figure 5.9, consists of a roller 1 attached to the oscillator
where the oscillator interacts with the escapement. The escapement master anchor 2 impulses
the oscillator. The escapement slave anchor locks and unlocks the escape wheel 7. The spring 6
is used as an energy storage buffer element. The spring 6 is reloaded by the escape wheel 7
through a gear 8, a shaft 9, a pinion 10 and a spring wheel 11. Two locking mechanisms 12, 13
are used for securing the motion of the slave anchor against shocks. The following is a list of
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Table 5.1 – Components of the Snap Escapement.
Number Component Number Component
1 Roller 101 Impulse pin
102 Disc 2 Master anchor
201 Fork 202 Dart
203 Entry arm 204 Exit arm
205 Spring pin 206 Rotary bearings
207 Lever 3 Master banking pins
301 Entry banking pins 302 Exit banking pins
4 Slave anchor 401 Entry arm
402 Exit arm 403 Entry pallet
404 Exit pallet 405 Rotary bearing
5 Slave banking pins 501 Entry banking pin
502 Exit banking pin 6 Spring
7 Escape wheel 8 Gear
9 Coupling shaft 10 Spring pinion
11 Spring wheel 1101 Spring disc
1102 Spring pin 12 Entry locking mechanism
1201 Locking lever 1202 Locking pivot
1203 Anchoring block 13 Exit locking mechanism
1301 Locking lever 1302 Locking pivot
1303 Anchoring block
components of the snap escapement.
The snap escapement is based on a programmable multistable mechanism, where the oscilla-
tor will program the mechanism from bistability to monostability. Then, energy is released to
impulse the oscillator. The escape wheel will program the mechanism from monostability to
bistability where the energy is stored in the mechanism.
5.3.2 Snap mechanism
The snap mechanism is a programmable multistable mechanism given in Figure 5.10. It
consists of a lever rotating around point O connected by a linear spring to the point p. The
spring is free to rotate on both of its ends.
The position of point P modifies the mechanism strain energy changing the mechanism stabil-
ity behavior from monostability to bistability as illustrated in Figure 5.10. As the mechanism
switches from bistability to monostability, it releases energy as illustrated in Figures 5.10(c),
(d).
For the escapement, we used an equivalent PMM given in Figure 5.11. It is integrated with
the lever escapement such that the master anchor 2, representing the lever, is connected by
the spring 6 to the spring pin 1102, equivalent to point p, on the spring wheel 11 as shown in
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Figure 5.10 – Snap mechanism and its strain energy when programmed as (a) symmetric
bistable, (b) asymmetric bistable, (c) zero force monostable, (d) monostable. The ball repre-
sents the position of the lever.
Figure 5.11 – Equivalent snap mechanism integrated within our presented escapement.
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Figure 5.11. The mechanism is actuated by the oscillator through the roller 1.
The spring wheel 11 is coupled to the escape wheel 7 through gear 8 and pinion 10. As the
tooth of the escape wheel moves from the entry 403 to the exit pallet 404 of the slave anchor,
the spring wheel rotates 180 degrees.
The basic concept behind the mechanism is illustrated in Figure 5.12. Based on the location
of point P representing the spring pin 1102 relative to the point O, the mechanism functions
either as a bistable mechanism or a monostable mechanism. In both cases, the mechanism
snaps between a high energy states A and C to a low energy states B and D , respectively.
Figure 5.12 – Snap mechanism as it switches between its stable states.
5.3.3 Master and slave anchors
Two anchors are used in this escapement, which we denote master anchor 2 and slave anchor
4, as illustrated in Figure 5.13. The master anchor 2 impulses the oscillator 1 with a constant
energy through the snap mechanism. After that, the master anchor contacts and moves the
slave anchor 4 which in turn unlocks the escape wheel 7. Note that unlocking is done without
interaction with the oscillator.
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Figure 5.13 – Master(2) and slave(4) anchors of the snap escapement.
5.3.4 Operation of the snap escapement
The snap escapement has five principal phases:
• Actuating the master anchor
• Impulsing the oscillator
• Unlocking the escape wheel
• Impulsing the slave anchor
• Loading the spring
The escapement action consists of 14 steps.
Figure 5.14 – Step 1
Step 1: Initial state - Figure 5.14
• Roller 1: is moving freely counterclockwise.
• Master anchor 2: rests on the banking pin 301.
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• Slave anchor 4: rests on banking pin 501 and is locked by the tooth of escape wheel 7
due to draw.
• Spring 6: is loaded.
• Escape wheel 7: is immobile on the rest plane of the entry pallet 403 of the slave anchor
4.
• Spring wheel 11: is not moving.
Figure 5.15 – Step 2.
Step 2: Start of actuation of the master anchor - Figure 5.15
• Roller 1: contacts, unlocks and moves the master anchor 2.
• Master anchor 2: is unlocked and moved by roller 1 towards its unstable position.
• Slave anchor 4: rests on the banking pin 501 and is locked by the tooth of the escape
wheel 7.
• Spring 6: is gaining energy.
• Escape wheel 7: is immobile on the rest plane of the entry pallet 403 of the slave anchor.
• Spring wheel 11: is not moving.
Figure 5.16 – Step 3.
Step 3: End of actuation of the master anchor - Figure 5.16
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• Roller 1: is moving the master anchor 2 and moving counterclockwise
• Master anchor 2: is in basin of attraction of its second stable position.
• Slave anchor 4: rests on the banking pin 501 and is locked by the tooth of the escape
wheel 7.
• Spring 6: is gaining/releasing energy design dependent.
• Escape wheel 7: is immobile on the rest plane of the entry pallet 403 of the slave anchor
4.
• Spring wheel 11: is not moving.
Figure 5.17 – Step 4.
Step 4: Start of impulse to the oscillator - Figure 5.17
• Roller 1: is pushed by the master anchor 2.
• Master anchor 2: is pushing the roller 1.
• Slave anchor 4: rests on the banking pin 501 and is locked by the tooth of the escape
wheel 7.
• Spring 6: is releasing energy.
• Escape wheel 7: is immobile on the rest plane of the entry pallet 403 of the slave anchor
4.
• Spring wheel 11: is not moving.
Step 5: End of impulse to the oscillator - Figure 5.18
• Roller 1: moves freely in counterclockwise direction.
• Master anchor 2: moves toward its second stable position.
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Figure 5.18 – Step 5.
• Slave anchor: rests on the banking pin 501.
• Spring 6: is releasing energy.
• Escape wheel 7: is immobile on the rest plane of the entry pallet 403 of the slave anchor
4.
• Spring wheel 11: is not moving.
Figure 5.19 – Step 6.
Step 6: Unlocking of the slave anchor - Figure 5.19
• Roller: is free and moving counterclockwise.
• Master anchor 2: unlocks the locking lever 13 of the slave anchor 4.
• Slave anchor 4: turns clockwise.
• Spring 6: is gaining/releasing energy design dependent.
• Escape wheel 7: is immobile and on the rest plane of the entry pallet 403 of the slave
anchor.
• Spring wheel 11: is not moving.
Step 7: Start of unlocking of escape wheel - Figure 5.20
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Figure 5.20 – Step 7.
• Roller 1: is free and moving counterclockwise.
• Master anchor 2: moves the slave anchor 4.
• Slave anchor 4: moved by the master anchor 2.
• Spring 6: is releasing energy.
• Escape wheel 7: slides on the rest plane of the entry pallet 403 of the slave anchor 4 and
is moving counterclockwise due to draw.
• Spring wheel 11: is moving clockwise.
Figure 5.21 – Step 8.
Step 8: End of the unlocking of the escape wheel - Figure 5.21
• Roller 1: is free and moving counterclockwise.
• Master anchor 2: rests on the banking pin 302.
• Slave anchor 4: turning freely clockwise catching up to slave anchor.
• Spring 6: is at its low energy state.
• Escape wheel 7: leaves the rest plane 403 and starts to turn freely clockwise.
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Figure 5.22 – Step 9.
• Spring wheel 11: is moving counterclockwise.
Step 9: Escape wheel catches up to the slave anchor- Figure 5.22
• Roller 1: is free and moving counterclockwise.
• Master anchor: rests on the banking pin 302.
• Slave anchor 4: turning freely clockwise until contacted by the escape wheel.
• Spring 6: is at low energy state.
• Escape wheel 7: moves freely until it hits the impulse plane of the entry pallet 403 of the
slave anchor 4.
• Spring wheel 11: is moving counterclockwise.
Figure 5.23 – Step 10.
Step 10: Impulse to the slave anchor - Figure 5.23
• Roller 1: is free and moving counterclockwise.
• Master anchor 2: rests on the banking pin 302.
• Slave anchor 4: moved by the escape wheel 7
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• Spring 6: is releasing energy.
• Escape wheel 7: slides on the impulse plane of the slave anchor 4 and moving it.
• Spring wheel 11: is moving counterclockwise loading spring 6.
Figure 5.24 – Step 11.
Step 11: Slave anchor enters the locking mechanism - Figure 5.24
• Roller 1: is free and moving counterclockwise.
• Master anchor 2: resting on the banking pin 302.
• Slave anchor 4: is moved by the escape wheel 7 entering the locking mechanism 12.
• Spring 6: is at low energy state.
• Escape wheel 7: moves clockwise sliding on the impulse plane 403 of the slave anchor 4.
• Spring wheel 11: is moving counterclockwise loading spring 6.
Step 12: End of the impulse of the slave anchor - Figure 5.25
• Roller 1: is free and moving counterclockwise.
• Master anchor 2: resting on the banking pin 302.
• Slave anchor 4: turns freely until it reaches the banking pin 502.
• Spring 6: is around its low energy state.
• Escape wheel 7: leaves slave anchor impulse plane 403 and is moving clockwise loading
the spring.
• Spring wheel 11: is moving counterclockwise loading spring 6.
Step 13: Loading the spring - Figure 5.26
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Figure 5.25 – Step 12.
• Roller 1: is free and moving counterclockwise
• Master anchor 2: rests on the banking pin 302
• Slave anchor 4: rests on the banking pin 502.
• Spring 6: is loading by the spring wheel 11.
• Escape wheel 7: rotates clockwise towards the rest plane of the exit pallet 404 of the
slave anchor 4.
• Spring wheel 11: moved counterclockwise for the remaining part of its 180 degree
rotation, loading the spring 6.
Figure 5.26 – Step 13.
Step 14: End of loading the spring - Figure 5.27
• Roller 1: is free and moving counterclockwise
• Master anchor 2: rests on the banking pin 302
• Slave anchor 4: rests on the banking pin 502.
• Spring 6: is loaded by the spring wheel 11.
• Escape wheel 7: completes its 18 degrees rotation by reaching the rest plane of the exit
pallet.
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• Spring wheel 11: completes its 180 degrees rotation counterclockwise, loading the spring
6.
Figure 5.27 – Step 14.
5.3.5 Security
Mechanical watches are susceptible to shocks and must be secured against these shocks. In
particular, the anchors of the snap escapement must be secured.
In our invention, the master anchor 2 is secured by the dart 202 and the disc of the roller
102. The slave anchor is locked by draw and pressure of the escape wheel and by the locking
mechanisms 12 and 13.
5.3.6 Self-starting
It is considered desirable for a watch to be self-starting. This is generally taken to mean that
after letting the movement completely runs down, it is always possible to restart the watch by
simply winding the crown. One of the advantages of the Swiss lever escapement is that it is
self-starting.
The versions of the snap escapement presented above do not appear to be inherently self-
starting. In order to self-start, the movement must stop with the escape wheel unlocked since
winding the crown with a locked escape wheel only increases locking pressure due to draw.
An examination of the escapement phases show that when the escape wheel is unlocked, the
master anchor is locked and therefore cannot be unlocked since the oscillator is assumed
immobile.




A demonstrator of the snap escapement was built. A rubber band was used as the elastic
element for energy storage. Figure 5.28 gives the structured demonstrator. The operation of







Figure 5.28 – A demonstrator of the snap escapement.
Figure 5.29 – Snap bistable mechanism - two stable states, red lever for programming and blue
lever is the output.
A high speed camera was utilized to verify the different operation phases of the snap escape-
ment operations as illustrated in Figures 5.30-5.35 while the roller is rotating in the counter
clockwise direction. This includes master anchor unlocking, oscillator impulse, escape wheel
unlocking, locking of slave anchor and spring reload.
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Figure 5.30 – Top view of snap escapement - high speed camera
Figure 5.31 – Unlocking of the master anchor
Figure 5.32 – Impulse of the oscillator
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Figure 5.33 – Unlocking of the escape wheel
Figure 5.34 – Locking of the slave anchor
Figure 5.35 – Spring reload
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5.5 Conclusion
Programmable multistable mechanisms can release repeatable amount of energy on switching
from bistability to monostability. This amount of energy can be used for oscillator impulse
to maintain a constant oscillation period. In this chapter, we used the snap mechanism, in
addition, the mechanisms introduced in chapters 3-4 can be integrated within the escape-
ment. Figure 5.36 summarizes the possible energy diagrams for programmable multistable
mechanisms that can be integrated within constant force escapements.
Figure 5.36 – A summary of possible energy curves for constant force escapements and classifi-
cation of the state of art escapements. Blue ovals are escapements which were studied during
the thesis and the green oval gives the energy curve for the escapement presented in this
chapter. Escapement on the right side of the figure from top to bottom are Girard-Perregaux
escapement, Ulysse Nardin escapement and Nivarox escapement.
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tion *
In this chapter, we present novel medical devices for safe surgical puncturing, in particular a
cannula for the treatment of retinal vein occlusion. This passive mechanical device has an
adjustable stroke and exerts a puncture force independent of operation applied displacement.
The innovative feature of this tool is that puncturing stroke is decoupled from operator input
thereby minimizing the possibility of over puncturing. This is achieved using our concept
of stability programming, where the user modifies the mechanism strain energy as opposed
to imposing direct displacement which is the case for standard bistable mechanisms. Ultra
fast laser 3D printing is used to manufacture the needle in glass. A microfluidic channel is
integrated into the needle tip for drug injection. Numerical simulations and experimental
measurements validate the mechanical stability behavior of the puncture mechanism and
characterize its puncturing force and stroke.
6.1 Introduction
Human body puncturing is a common surgical process having associated risks, namely over
puncturing where the puncture tool overshoots its target. The tool becomes ineffective and
bleeding or even death may occur. A survey of the impact of over-puncturing is given in Ref.
[105].
For the purpose of this work, puncturing means entering a region surrounded by a boundary
having a higher penetration resistance. Over puncturing typically occurs because the force
used to cross the boundary accelerates the puncturing device and the resulting speed in the
low resistance region makes it overshoots the intended target. The challenge, therefore, is to
limit the stroke of the puncturing device.
The stroke of the puncture device can be decomposed into surgeon displacement and tool
displacement, that is displacement of tool moving parts. Surgeon displacement relies on the
*Some of the content of this chapter has been submitted for publication to the ASME Journal of Medical Devices
as Zanaty et al., "Programmable Multistable Mechanisms for Safe Surgical Puncturing."
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Figure 6.1 – Vein over puncturing: Fa and Fr represents the applied and resistance force and α
is the puncturing angle.
human capacity to exert a sufficient puncturing force followed by limiting the stroke. For
delicate operations, human performance may not be sufficiently reliable.
Standard puncturing devices such as trocars, have no moving parts, so force and stroke depend
on human performance. As explained above, an overly large stroke occurs when there is a
large puncturing force, so trocars have a sharp bladed tip to reduce puncturing force. However,
this increases the consequences of the over puncturing [106]. Current research is examining
robotic surgery which eliminates tremor and limits stroke [107] [108] [109].
Another approach is to integrate movable parts into the tool. These tools can be classified into
two groups. The first consists of retractable devices where the puncturing tip retracts once
puncturing occurs [110], [111]. These have proven difficult to scale down to satisfy micro
surgical requirements. The second group consists of limited stroke devices [112]. This type of
devices will be the subject of this work. We will show that this technique can be adapted to
micro surgery, in particular retinal vein cannulation.
6.1.1 Retinal vein cannulation (RVC)
Vein cannulation is an example of delicate micro puncturing. It further requires drug injection
so classical trocars can not be used. A needle punctures the vein and halts inside for the
injection duration. In this case, overpuncturing leads to incorrect injection as illustrated
in Figure 6.1. Cannulation becomes more difficult with decreasing vein size as puncturing
force approaches the limits of human performance. One of the most challenging cases is eye
surgery.
Retinal vein occlusion (RVO) is an eye condition at which the retinal vein is blocked, reducing
oxygen delivery to the retina [113]. This can lead to macular edema, retinal cells death and
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neovascularization, all resulting in vision loss [114]. RVO affects 16 million worldwide with
more prevalence among the elderly [113].
RVC is a delicate treatment of RVO [114] and has been proven to be effective. It consists of the
following steps, illustrated in Figure 6.2.
1. The needle contacts the vein.
2. The needle punctures the vein and halts.
3. Injection is made.
4. The needle is retracted.
An optical microscope is used to provide visual feedback to the surgeon. It informs the surgeon
of puncturing occurrence and drug injection.
Remark. In the case of veins, over-puncturing means puncturing the opposite wall of the vein,
so increasing the puncturing angle reduces the possibility of over puncturing, see Figure 6.1.
6.1.2 Challenges of RVC
Technical difficulties of RVC include
1. The diameter of the needle tip must be less than the retinal vein diameter which can
vary from 50 to 400 microns.
2. The needle should be sufficiently sturdy to handle the puncturing process.
3. Safe puncturing force can be less than 50[mN ], beyond human sensing capability. This
can require a force sensor.
4. A gradual force increase can displace the vein instead of puncturing it.
5. Human tremor is of the order of 100 microns, possibly greater than vein diameter.
6. The tool should maintain its position during injection which may exceed 10 minutes.
7. The entire RVC device should fit into a cylinder of 0.9[mm] diameter (20 gauge).
Glass micropipettes with sharp tips are commonly used [115], but they can fracture during
puncturing. Stainless steel needles with a curved tip have been used [107], but they do not
fit in a 20 gauge cylinder. Pre-bent flexible stainless needles have been proposed [108], but
they require extra steps to cannulate the vein. A snake-like cannula is presented in Ref. [116],
however, it requires a precise nano-scale motors for controlling the cannula position.
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Figure 6.2 – Retinal vein cannulation, (a) needle in contact with the vein, (b) needle punctures
the vein, (c) injection is made, (d) needle retracts from the vein.
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6.2 Safe puncture optimized tool for RVC
The main result of this chapter is a new passive mechanical puncture tool, the Safe Puncture
Optimized Tool (SPOT). Compliant micro mechanisms are integrated within the cannula to
limit its stroke independent of surgeon displacement. The main novelty is the application of
stability programming, a concept introduced in our previous work [89]. This allows the stroke
of the tool to be adjusted mechanically to a fixed value and be decoupled of the operator
displacement.
Figure 6.3 gives the main components of the puncture tool including handle, shaft and punc-
ture mechanism. The handle has two inputs at which the surgeon applies pa1 and p
a
2 . These
inputs are converted to micro-scale as, p1, p2, and transfered to the puncture mechanism via
shafts. The input p1 adjusts the tool stroke based on the vein diameter and p2 triggers the
puncturing.
The puncture mechanism has two stable states, pre-puncturing and post-puncturing states
given in Figure 6.4 (a), (b) respectively. At p2 = pr2 , the mechanism switches from the pre-
puncture to the post-puncture state and puncturing occurs. In this chapter, we focus only on
the design of the puncture mechanism given in Figure 6.3(d).
6.2.1 Utilization protocol
The surgeon uses the following protocol to cannulate the retinal vein using a visual feedback
from the microscope.
1. The value of p1 determines the stroke which is adjusted by rotating a disc, see Figure 6.3.
2. The surgeon selects an initial value p1 = pd1 based on the vein diameter, so that the tool
will not over puncture, see Figure 6.17.
3. The tool is initially at its pre-puncturing state.
4. The surgeon uses optical feedback to place the tool tip in contact with the vein.
5. In order to change the puncturing state, the surgeon modifies p2 using a slider on the
tool handle, see Figure 6.3.
6. The surgeon pushes the p2 slider until visual feedback indicates that the tool is at its
post-puncturing state.
7. Using visual feedback, the surgeon determines if puncturing has occurred.
7a. If puncturing occurs without over-puncturing, the procedure is successful.
7b. If over-puncturing has occurred, then, the procedure has failed.
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Figure 6.3 – (a) Our tool, (b) graphical representation, (c) micro-converter mechanism, (d)
puncture mechanism.
7c. If puncturing has not occurred, the surgeon pulls the p2 slider till the tool reaches
its pre-puncturing state, the surgeon slightly increases p1 and returns to step 6.
In the case of successful puncturing, the cannulation is continued by drug injection. Following
injection, the surgeon pulls the p2 slider returning the tool to its pre-puncturing state and
removes the tool from the eye.
6.2.2 Theoretical design
Mechanical multistability
Our tool relies on the concept of multistability to produce repeatable puncturing with tunable
stroke. Multistable mechanisms are mechanical devices which have more than one stable state
within their range of motion [76]. They store and release strain energy as they deform under
imposed displacement x or force F . They can function as switch when displaced between
their stable states, and characterized by their rapid energy release once they surpass their
unstable state. A simple example is the bistable mechanism as realized by a hair clip.
100
6.2. Safe puncture optimized tool for RVC
Figure 6.4 – Stable states of the mechanism for p1 = 10[µm], puncturing occurs on switching
from (a) pre-puncturing state to (b) post-puncturing state.
Multistable mechanisms are used to improve the safety of medical operations such cranial
drilling as they rapidly release energy on surpassing their unstable state. This was utilized to
prevent over drilling [111].
Definitions
The strain energy of multistable mechanisms has N energy minima corresponding to stable
states, s1, s2, . . . , sN and N −1 energy maxima representing unstable states, u1,u2, . . . ,uN−1, as
illustrated in the strain energy in Figure 6.5(a), where N = 2. Energy is required to surpass the
barrier (∆E) existing between the stable states.
We distinguish two categories of multistable mechanisms based on the actuation method, the
first category is displacement driven multistable mechanisms in which the position is altered
without modifying the energy profile and programmable multistable mechanisms in which
the the energy profile is modified by the displacement imposed.
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Figure 6.5 – Strain energy of displacement driven bistable mechanism as function of its position
x.
Displacement driven bistable mechanism
One degree of freedom (DOF) bistable mechanisms can be displaced between their stable
states by imposing direct displacement to modify their position x, as illustrated in Figure 6.5.
As x increases from stable state s1, the stored strain energy increases until the mechanism
reaches its unstable state u, we call this the loading phase. After that, the mechanism releases
its stored energy till it reaches its other stable state s2, we call this the release phase. Since the
energy profile is fixed, the exerted force during the release phase is repeatable for the given
stroke, as illustrated by the reaction force in Figure 6.5(b).
In order to reach the release phase, the operator must displace the mechanism up to a displace-
ment xu > u, we call this overloading. During overloading the operator applies a force thereby
adding energy to the system which increases the stroke. This means that repeatability of the
energy release depends on the repeatability of xu , which is difficult if xu −u is of the order of
human sensory perception. Figure 6.6 illustrate the impact of overload on the mechanism
position where the ball represents the mechanism state.
For human driven micro-scale devices, displacement driven multistable mechanisms do not
have a high degree of repeatable energy release and stroke. Therefore, imposed displacement
and the mechanism position should be decoupled, this can be implemented by programmable
multistable mechanisms.
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Figure 6.6 – Strain energy of displacement driven bistable mechanism where the mechanism
position is denoted by the ball at (a) stable state s1, (b) unstable state u with no overload
xu = 0, (c) overload xu > 0, (d) overload after surpassing s2.
Programmable multistable mechanism
Programmable multistable mechanisms (PMM) have an energy profile modified by external
inputs that we call programming inputs. These inputs can change the number and position
of stable states as well as trigger energy release. In this chapter, we consider only the case of
stability programming between monostabilty and bistability.
Figure 6.7 gives the strain energy of the programmable multistable mechanism used in our
tool. We describe the energy profiles corresponding to the protocol steps given in Section 2.1.
Once again the ball represents the state.
Initially the mechanism is monostable as given in Figure 6.7(a) corresponding to Step 1. As p1
is increased, the mechanism becomes bistable and the stroke is tuned by selecting p1 = pd1 of
Step 2, as illustrated in Figure 6.7(b). The mechanism is in state s1.
Step 6 corresponds to Figures 6.7(c)-(f). As p2 is increased, the energy profile remains bistable
until p2 = p s2 as shown in Figure 6.7(c). The mechanism remains in state s1 during this step
(the variation of s1 with respect to p2 is negligible).
At p s2, the mechanism is once again monostable with stable state s2, as illustrated in Fig-
ure 6.7(d). As p2 is furhter increases, there is a value pr2 at which the mechanism overcomes
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Figure 6.7 – Strain energy of programmable bistable mechanism for different values of p1, p2
(a) p1 < pcr1 , (b) p1 > pcr1 , p2 = 0, (c) p1 > pcr1 , 0< p2 < p s2, (d)p1 > pcr1 , p2 = p s2, (e) p1 > pcr1 ,
p2 = pr2 , (f ) p1 > pcr1 , p2 > pr2 , (g) p1 > pcr1 , −p s2 < p2 < 0, (h) p1 > pcr1 , p s2 < p2 < 0, (i) p1 > pcr1 ,
p2 =−pr2 , (j) p1 > pcr1 , p2 <−pr2 .
static damping and starts to release energy, see Figure 6.7(e).
Energy release rapidly displaces the mechanism to state s2 independent of p2 overload as
shown in Figure 6.7(f). Further increase of p2 slightly affects the position of the mechanism.
Step 7c corresponds to Figures 6.7(g)-(i), simply reversing the steps illustrated in Figure 6.7(c)-
(e) by decreasing p2.
Key remark. Figure 6.7(e) always occurs at the same value pr2 , so energy release is repeatable
and stroke is decoupled from operator actuation input.
6.2.3 Tool design
We chose a programmable multistable mechanism having the energy profiles in Figure 6.7.
The conceptual design is shown in Figure 6.8 and our physical construction satisfies the
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requirements of retinal vein cannulation discussed in Section 1.3.
A conceptual design
A conceptual representation of our tool is given in Figure 6.8, it consists of a beam anchored
on both sides via pivots. The puncturing pivot is connected to the needle tip and fixed to the
tool frame. The body of the actuation pivot translates according to p1 in the axial direction of
the beam.
The input p2 acts by translating a slider which loads a programming spring translating an
intermediate block which in turn rotates the actuation pivot via a rigid link. The angular
position αa of the actuation pivot determined by p2 leads to an angular deflection αp of the
puncturing pivot.
When p1 = 0, the beam is straight so αa = αp = 0. As p1 increases, it remains straight until
p1 > pcr1 when the beam buckles. Further increase of p1 increases the strain energy and leads
to higher energy release. A suitable value is chosen, e.g., pd1 , as discussed in Section 2.1.
The buckled beam has two stable states corresponding to the pre-puncturing and post-







Starting at the pre-puncturing state, αa1 , α
p
1 , puncturing occurs by increasing p2 which rotates
the actuation pivot clockwise. The mechanics of the double pinned buckled beam is such that
the puncture pivot rotates imperceptibly, so that αp has essentially the same value αp1 [117].
On reaching pr2 of Section 2.2.4, the mechanism releases its energy and rapidly reaches its
post-puncturing state and αp1 switches to α
p
2 , this corresponds to the puncturing phase.
Flexure-based realization
The equivalent flexure mechanism of our conceptual design is given in Figure 6.9. It consists of
a beam anchored on both extremities by 3D cross pivots corresponding to the double pinned
beam. Each pivot has three overlapped beams with optimized profile to increases their stroke
as illustrated in Figure 6.10. The needle tip is connected to the puncture pivot and contains a
fluildic channel for drug injection as shown in Figure 6.11.
The actuation pivot is guided by a parallel beam stage at which p1 is imposed.The input p2 is
applied on a parallel beam stage which is connected serially to the programming spring which
consists of two beams. The programming spring is serially connected to the actuation pivot
via a circular hinge. Stoppers are used to limit the range of p1, p2 and puncture angle αp .
Tool advantages
Our mechanism has the following advantages for retinal vein cannulation.
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Figure 6.8 – Mechanism deformation for (a) initial state, (b) pre-puncturing state, (c) unstable
state, (d) post-puncturing state.
1. Multistable mechanisms release their energy rapidly, thereby addressing standard can-
nulation problems (Section 1.3).
2. The stroke of the tool is independent of surgeon actuation during puncturing, thereby
decreasing the possibility of overpuncturing (Section 2.2.4).
3. Tool stroke can be adjusted by the surgeon prior to puncturing making the tool adaptable
to different vein sizes. Moreover, this allows gradual stroke increase for a given vein,
thereby minimizing the possibility of overpuncturing (Section 2.1).
4. The needle tip has non significant movement during the loading phase, thereby, de-
creasing the variability of the tool positioning (Section 2.2).
5. The maximum force exerted by the tool is adjustable, thereby eliminating the need for a
force sensor (Section 1.3).
6. Once inside the vein, the needle position is stable making this suitable for long injection
periods exceeding 10 minutes (Section 1.3).
6.3 Dimensioning
We used the finite element method to dimension the mechanism. COMSOL solid mechanics
module was selected to calculate the mechanism strain energy in terms of programming
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Figure 6.9 – The puncture mechanism illustrating its main components and the programming
inputs, p1, p2.
Figure 6.10 – A 3D cross pivot for beam anchoring.
inputs, thereby estimating the tool stroke. Mesh convergence tests were performed to ensure
solution validity.
The mechanism dimensions were selected to satisfy the specifications of Section 1.3: a pro-
grammable stroke from 5[◦] to 20[◦] and a puncturing force exceeding 8[mN ].
Our FEM simulations showed that these specifications are satisfied when the double pinned
beam has length 2[mm], thickness 30[µm], width 200[µm] and the programming spring
consists of two identical beams, each of length 500[µm] and thickness 25[µm].
6.4 Fabrication
We used fused silica (glass) as our tool material since its elastic properties are consistent
with the tool specifications. A femto-laser etches fused silica whose transparency at the
selected wavelength allows laser penetration. The laser is absorbed where focused changing
the material properties, in particular, the etching rate, which is 200 times higher in exposed
regions than in unexposed regions. Accordingly, the tool dimensions were adpated to the
different etching rates. This allowed us to satisfy the tight fabrication tolerances, which are of
order 1[µm].
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Figure 6.11 – The needle tip with an integrated fluidic channel for drug injection.
Figure 6.12 – 3D rendering of the deformation of the puncture mechanism based on FEM
simulations.
We exposed a 500[µm] thick fused silica to a 1030[nm] femto-second laser focused by a 20X
Objective 0.4 numerical aperture lens. Exposure took 30 minutes and the etching lasted 8
hours. The tool was manufactured in collaboration with FemtoPrint SA using their innovative




The mechanical behavior of the puncture tool is studied including the mechanism stroke,
puncturing force, number of stable states and their positions. An experimental setup is built to
verify the mechanical behavior of the tool. The tool functionality was tested by the cannulation
of the retinal vein of pig eyes.
6.5.1 Experimental measurements
We validate numerically and experimentally the stability behavior of the tool, i.e., we evaluate
the number and positions of the stable states for given programming inputs. Then, we study
the effect of the programming inputs on the mechanism stroke and puncture force, the crucial
parameters for successful puncturing.
An experimental setup was built to characterize the mechanical behavior of the puncture tool.
The spatial position of the puncture tool was controlled by a 5-DOF stage as illustrated in
Figure 6.13. Programming inputs were applied by micro-metric screws and their values were
measured using an optical microscope of resolution 0.5[µm]. A Futek LPM 200 load cell with
resolution of 0.1[mN ] was used to measure puncturing force of the needle tip.
Figure 6.13 – (a) Experimental setup, (b) Driving micro-metric screws and force sensor, (c)
Interface between the sensor and the needle tip, (d) The puncture mechanism under micro-
scope.
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6.5.2 Results and discussion
The number of stable states as a function of the programming inputs is illustrated by the
programming diagram, as shown in Figure 6.15. This characterizes the qualitative behavior of
the mechanism.
The set of values (p1, p2) is divided into regions where the mechanism is monostable versus
bistable. As explained in Section 2.2, the boundaries between these regions corresponds to pr2
which depends on p1.
We also explicitly computed and experimentally validated the energy profiles for given values
(p1, p2). In particular, Figure 6.14 shows how for p1 = 15[µm], the energy profile changes for a
given set of p2 values. This corresponds to puncturing as explained in Section 2.2. It is seen
that the qualitative nature of energy profile is consistent with the discussion of Section 2.2.
Figure 6.14 – Strain energy of the puncture mechanism for p1 = 15[um] on switching from
pre-puncturing state s1 to post-puncturing state s2 based on FEM simulations.
An advantage of our tool is decoupling the surgeon actuation input p2 and the puncture pivot
position αp before and after energy release as illustrated in Figure 6.16 for p1 = 15[µm]. As
p2 changes, αp is slightly modified. At p2 = pr2 , the mechanism snaps to its post-puncturing
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Figure 6.15 – Programming diagram giving the relation between the number of stable states
and programming inputs.
state. The value at which the mechanism switches between its stable states depends on the
direction of the applied p2.
Figure 6.16 – The angular position of the needle tip as function of p2 at p1 = 15[µm] based on
numerical and experimental measurements.
We validated the ability to tune stroke using p1. Figure 6.17 illustrates the relation between
the stroke and p1. This shows that the stroke increases with p1 ensuring that a significant
range of strokes is possible making the tool adaptable to different vein diameters. In addition,
Figure 6.18 shows that the maximum force at the needle tip increases with increasing p1 where
quasi-static measurement conditions are applied.
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Figure 6.17 – The angular stroke of the needle tip versus p1 based on numerical and experi-
mental measurements.
Figure 6.18 – The maximum force during energy release in quasi-static mode versus p1 based
on numerical and experimental measurements.
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6.5.3 Pig eye testing
We used pig eyes to verify the functionality of the tool. The retinal vein of pig eyes was
successfully cannulated. We used optical microscope and high speed camera to verify the vein
cannulation as illustrated in Figure 6.19.
The pig eyes were prepared as follows. We divided the eye into two parts so that the retina
is easily accessed without being deformed. Second, we removed the vitreous humour by
capillary forces so we can verify the puncturing occurrence. After that, the puncture tool
was positioned using the 5-DOF stage so that the needle was in contact with the vein at its
pre-puncturing state. Micrometric screws were used to program and trigger the puncturing. A
Leica M125 stereo microscope was used to asses the needle tip position.
The minimum vein diameter successfully cannulated is 150[µm]. This limitaiton is returned
to the accuracy of the positioning stage and vein motion during the tool loading phase of the
tool.
Figure 6.19 – (a) Pig eye cannulation setup, (b) puncture mechanism in contact with the retinal
vein.
6.6 Conclusion and perspectives
We applied our concept of stability programming to design retinal vein cannulas for the
treatment of vein occlusion.
Our theoretical analysis indicates that stability programming can advantageously decouple
operator input from instrument position enabling safe puncturing.
Our tool appears to be one of the first examples of complicated 3D structures manufactured
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by ultra-fast laser printing in glass highlighting the great potential of this technology.
Our current research applies programmable multistable mechanisms to other medical opera-
tions requiring delicate procedures.
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7 Contributions and Perspectives
7.1 Contributions
The main contributions of this thesis are
1. Introduction of programmable multistable mechanisms (PMMs).
2. Analytical and numerical modeling of a generic PMM with experimental validation.
3. Complete qualitative description of the stability behavior of a generic PMM.
4. Application of PMMs to watches with new constant force escapements.
5. Application of PMMs to surgical tool with a novel ophthalmological device.
6. Demonstration that femto-laser 3D printing can fabricate non-planar compliant mi-
crostructures out of glass.
7.2 Perspectives
My current research concerns applications of my thesis to metamaterials.
As opposed to naturally existing materials whose building blocks are atoms, a metamaterial
has artificial building blocks, known as meta-atoms, whose design can tune the metamaterial’s
global properties.
Using PMMs as meta-atoms, we develop a new family of metamaterial which we call pro-
grammable metamaterials. In this way, we can tune elastic properties such as Young’s modulus,
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